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3.3 Water policy 

3.3.1 Coordination of different administrative sect ors 
The storage of water in the lower parts of The Netherlands will put heavy demands on the surface. The 
4th National Plan of water management policy V&W (1998, stressing environment), and its successor 
‘Anders omgaan met water’  V&W (2000) (stressing security) marked a change from the accent on a 
clean to a secure environment, as did the 4th National Plan of environmental policy VROM (2001) 
compared with its predecessors. Several floods in The Netherlands and elsewhere in Europe have 
focused the attention on global warming and water management. The future problems and proposed 
solutions are summarised in the figures below. Storage is a central item in reducing the risks for 
lowlands. 
 

 

 
 

 
 

Fig. 486 Dutch Policy 
documents 

Fig. 487 Strategies: 1 care, 2 store, 3 draina 

  

Budget 
Public sector institutions dealing with infrastructure must spend a lot of money over a time span, 
always longer than a budget year. Planned expenses must be properly argued (transparency) in 
annual work plans and need the approval of Parliament (democratic decision making). The approval 
must be based on a long term policy (political consistency). 

Stakeholders 
Water related infrastructure facilities are always multi functional; there are always more users and 
uses, so priorities must be set after political debates (public disclosure) and approval, and the 
management must integrate the interests that exists in society (integrated water management). The 
public must be informed on developments and criteria (regular communication with media and NGOs), 
data must be accessible (preferably for free) reliable and retrievable(web site). All this has to do with 
good governance. 

An acceptable vision first 
Integrated water management means that attention must be given to many sectors. Often, first an 
acceptable vision is needed to start a firm discussion. But usually a vision alone has no legislative 
status, it is just a recommendation (reference is made to ‘Omgaan met Water’ –V&W, 1984- and ‘Plan 
Ooievaar’ -1986-). More is needed for generating fundamental commitments for the infrastructure 
sector. In practice, means are always limited so choices must be made based on priorities and criteria. 
Avoiding random and un-controlled diffuse discussions, a strong target must be set and made visible 
to all involved parties in both the public and private sector. Such a well documented target needs 
political approval in Parliament, its implementation must be feasible in economic terms of course, and 
also both in technical and socio-economic terms. 

                                                      
a V&W, 2000 



WATER, NETWORKS AND CROSSINGS    WATER POLICY    COORDINATION OF DIFFERENT ADMINISTRATIVE 
SECTORS 
 

Sun wind water earth life living; legends for design 238 

Parliamentary approval of long term organisation an d finance 
Yhis meant that Parliament must not only give its approval to a policy target as such, but also to the 
finances and the institutional set up needed for implementation over a longer period of years. Such a 
period is always longer than the ruling period of an elected politician in power. So, there is a need for 
political consistency to avoid a (sudden) change of major political targets during the implementation 
period of infrastructure schemes. One may guess how many cabinets with different political colour 
have ruled the Dutch nation in the period 1953 – 1986, the implementation period of the Deltaworks. 
During such a long period there always must one ministry as implementing agent and an institution as 
executing agent that is accountable for the project. 

Gradual development of policy documents 
The above pleads for a gradual development of one or more Policy document(s) with sufficient 
legislative status. This cannot be done over night. The way this has been developed in the 
Netherlands is elaborated hereafter, see also Fig. 486. 

Rebuilding the nation after World War II 
After World War II, in the late forties and fifties the rebuilding of the Dutch nation took shape. In the 
late fifties it led to a public awareness that at least some coordination was needed on spatial planning; 
it finally led to a first policy document on spatial planning around 1960. By law it was approved that a 
revision should take place every 10 to 12 years, and that the planning horizon of a policy document 
was 25 years. For the implementation, annual workplans of the involved ministries and related public 
sector organisations needed approval of Parliament (and –of course- still do). Also the way consistent 
spatial planning had to develop at various levels (national, regional, local) was described. And with 
additional proper legislation, matters such as disclosure, supervision, enforcement and management 
(in the public sector) became organised as well. 

New public awareness of problems in the sixties 
The country developed further, but due to industrialisation and urbanisation, pollution of surface waters 
became manifest. There was a growing public awareness that a new policy paper was needed on the 
water management of surface waters. A first version was adopted in Parliament in 1970, a period in 
which the second version of a revised policy paper on spatial planning was also developed. But 
because spatial planning and water management were two main responsibilities of different ministries 
under politicians of different political parties and the public sector organisations responsible for 
execution were still working in a top-down approach, there was hardly any coordination between the 
working floors of the two involved ministries during the preparations of these two policy papers. 

Traffic and transport in the seventies 
In the late seventies, traffic and transport in the Netherlands became a real problem. In a period where 
the working culture in the public sector changed from a top-down approach to a bottom-up attitude, 
and the working floors of separate ministries were allowed to exchange information and views directly 
with colleagues from other ministries, a first policy document on transport developed. First there were 
some separate draft versions for different sub-sectors and modes (rail-road-water-pipeline-
transmission-telecom). 

Integrating policies in the eighties 
But Parliament forced the three main ministries involved (Economic Affairs, Public Works, Housing) to 
prepare a second version in the late eighties on inter modal and integrated transport issues, to be 
relevant also to water management and spatial planning. In the meantime, a third and fourth version of 
the policy paper on spatial planning developed, as well as a second and third version of the policy 
paper on water management (revision compulsory by law, every 10 to 12 years). Also in the late 
eighties, a first policy paper on nature development and environment got Parliamentary approval, 
finally leading to a situation at the beginning of the 21st century where four major policy papers on 
infrastructure sub-sectors were aligned and adopted by parliament: on Spatial Planning, on Water 
Management, on Transport and on Environment and Nature (respectively the 5th, 4th, 3rd, and 2nd 
version, see again Fig. 486). 

Bottom-up and horizontal external contacts on the w orking floor 
An important lesson learned from the development as described is the fact that altogether the time for 
a more effective alignment of the policy papers could have been shorter from the very beginning if the 
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ministries had accepted an internal working culture, to be characterised as ‘bottom-up and horizontal 
external contacts on the working floor’. 
Furthermore it is obvious that when every square inch of land surface has at least a triple function, and 
every cubic meter of water multi purpose function, adequate planning is only possible when integrated 
policy plans are adopted by Parliament, and when consistent political support is more or less 
guaranteed over many years (at least decades). 

Public transparency 
And it has been experienced during the numerous public disclosure meetings throughout the years, in 
particular during discussions with well informed NGOs, that the transparency of infrastructure plans 
and projects is really crucial. Much time (and money!) would have been saved if, as part of the process 
of public disclosure, relevant files and data had been made public and accessible (web site in recent 
years) in advance, and if important NGOs had been consulted at much earlier stages of planning 
preparations. We all have noticed the negative image of more recent large scale projects, such as HSL 
(High-Speed Line), Betuwelijn (railway), 2nd Maasvlakte (extension of Port of Rotterdam), dike 
strengthening, 5th runway at Schiphol, etc. One may guess why ……. 

One integrated policy document? 
Today, one may ask how the situation will be after a new revision (following the law) of all these policy 
documents shortly. It is expected that in the near future only one integrated policy document will be 
issued, dealing with the complete national infrastructure (wet and dry), nature and environment, and 
transport, including budget allocations (see last horizontal bar and vertical column in Fig. 486). For an 
efficient implementation and execution, it includes that further fundamental reform of public sector 
institutions is unavoidable. No doubt more independent Agencies will be separated from the public 
sector (as has been done recently with Rijkswaterstaat), and that as a whole the present number of 
civil servants in the public sector will further decrease due to privatisation schemes and the 
streamlining of public sector organisations. Legislation, rules and regulations will further become 
adapted and aligned to international standards and developments (EU, global warming, international 
waters, CO2 emissions, etc.). Technical and operational tasks will further shift from the public to the 
private sector. EU-directives will further develop and determine the daily management of infrastructure 
(water directives, bird habitat directives, etc.). 

3.3.2 Water boards 
Water boards are among the oldest government authorities in the Netherlands. They literally form the 
foundation of the whole Dutch system of local government; from time immemorial they have 
shouldered the responsibility for water management for the residents of their area. In polders this 
mainly involves regulating the water level. It has always been in the common interest to keep water out 
and polder residents have always had to work together. That is what led to the creation of water 
boards. Due to mergers, there are 27 water boards in The Netherlands (2006)a. Their borders don't 
coincide with municipal borders. 

What is a 'waterboard'? 
A water board is a public body with a special function; it is in charge of the water management of a 
certain area. In Holland there are in total some 27 water boards, in the last hundred years many 
smaller water boards have joined, so the number has decreased substantially. 

Goals and tasks of waterboards 
The general goal of water boards is water management in the broadest sense of the word. In Holland 
where half of the country is located below sea level, this requires special measures. The western part 
of the country is for the larger part located below sea level; polders determine the landscape and water 
management. 
 

1. Maintenance, construction and keeping up the water defense in the form of dikes, dunes, 
quays and dams. 

2. Management of water level, water quantity, water quality 
3. Taking care of waterways, roads as traffic systems 

 
                                                      
a http://www.uvw.nl/pagina_6390.html  
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Territories of water boards are defined on the basis of watersheds, either naturally defined like in the 
east or man-made like in the case of polders. Borders quite often cross provincial and municipal 
borders 
 
The structure of the water boards varies, but they all have a general administrative body, an executive 
board and a chairperson. The general administrative body consists of people representing the various 
categories of stakeholders: landholders, leaseholders, owners of buildings, companies and, since 
recently, all the residents as well. Importance and financial contribution decide how many 
representatives each category may delegate. Certain stakeholders (e.g. environmental organisations) 
may be given the power to appoint members. The general administrative body elects the executive 
board from among its members. The government appoints the chairperson (Dijkgraaf) for a period of 
six years. The general administrative body is elected for a period of four years (as individuals, not 
party representatives). Unlike municipal council elections, voters do not usually have to go to a polling 
station but can vote by mail or even by telephone. 

3.3.3 Delfland Waterboard 
The city of Delft and also the campus of Delft University of Technology is located in a landscape that is 
composed of polders. The watersystem of these polders is managed and maintained by a water board 
that is called 'Delfland Water Board'.  
 

 
 

Fig. 488 Delfland Waterboard 
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The campus area is located in two polders (see ). 
 

  
 

Fig. 489 The 'Wippolder' 
  
 

  
 

Fig. 490 The 'Zuidpolder' 
  
Delfland is one of our country's twenty-seven water authorities. The area in which Delfland operates is 
bordered by the North Sea, the Nieuwe Waterweg and the Berkel en Rodenrijs line, Zoetermeer and 
Wassenaar. On an area of 41,000 hectares, about 1.4 million people live and work, and approximately 
40,000 businesses are established. This makes the Delfland region one of the most densily populated 
and most highly industrialized areas of the Netherlands. The region is furthermore renowned for its 
intensive glasshouse horticulture both in the Westland area and around Pijnacker. 
 
The three key tasks of Delfland - maintenance of dikes and dams, water level control, and water 
quality control. These are intricately related. The manner in which you construct and maintain quays, 
for example, has consequences for the quality of the water. Delfland always performs its tasks from  "a 
broad view"; taking into account all possible relevant factors, a form of integrated water management. 
To achieve tha, Delfland strives for cooperation with other authorities and institutions both public and 
private. A good execution of the key tasks, cooperation and consideration for natural qualities; these 
are the three directives of Delfland's policy. The Water Board thereby does not limit itself to the 
struggle against water, but also for water. Because no water means no life. Water is life! 

Maintenance of dikes and dams  
The Delfland region is located far below sea level. And if a dune or dike should collapse, the land 
behind it would flood immediately. The consequences of a collapse in the Delfland region would be felt 
as far as the Utrechtse Heuvelrug. To limit the danger, Delfland maintains the sea and river flood 
defence structures and quays. Safety is, of course, crucial in the management and maintenance of the 
dikes and dams. In addition to safety, the past few years have also seen increasing attention being 
devoted to the landscape, nature and recreation. 
 
The main or so-called primary maintenance of dikes and dams consists of two components: the 
seawall and the river flood defence structure. This primary maintenance of dikes and dams of Delfland 
must be able to withstand a wind-force and water level which, on average and statistically speaking, 
do not occur more than once every 10,000 years. 
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Water management  
Water management involves the regulation of the water level in streams, lakes, ditches, moats and 
canals. This is vital for developments, agricultural businesses, the shipping industry, nature and 
recreation. The height at which the water level of an area is set depends on the use and function of 
that area. The level in nature reserves and protected areas, for instance, often fluctuates, while 
farmers prefer a relatively low water level to prevent their land from becoming too wet. The 
management of water levels is also of great importance for the shipping industry. If the water level is 
too low, large ships will run aground; if it is too high, the vertical clearance under bridges will become 
insufficient. 

Water quality  
Delfland ensures an optimum quality of the surface water in its management region. This key task 
entails the purification of wastewater and the limiting of discharges into surface water wherever 
possible. After all, clean and pure water is important to humans, but also to animals and plants. 
Delfland therefore creates conditions that lead to a better-optimized habitat for plants, aquatic plants 
and animals. This can be done by constructing nature-friendly banks for example, or through 
ecological maintenance of waters and quays  

3.3.4 Spatial plans checked on their impact on wate r: 
‘Watertoets’ 

The text below is derived from official papersa concerning the way spatial plans have to be checked on 
their impact on water management in The Netherlands. From 1 November 2003 onwards the 
‘watertoets’b is legally obligatory in making regional plans, master plans and zoning plans in The 
Netherlands. 

Scope 
The ‘watertoets’ concerns all waters and all water management aspects like: 
  
1. guaranteeing the level of safety; 
2. reducing floods, increasing resilience of water systems: care, store, drain (see Fig. 487); 
3. sewage: care, store, drain; reducing hydraulic load of sewage purification installations; 
4. water supply: right quality and quantity at the right moment; counteract adverse effects of 

changes in land use on the need for water; 
5. public health: minimising risks of water related diseases and plagues, reducing risks of 

drowning; 
6. counteracting increasing subsidence and reduction of land use possibilities; 
7. counteracting ground water inconvenience; 
8. surface water quality: achieving and maintaining good water quality for people and nature 
9. preservation / realisation of proper ground water quality for man and nature; 
10. counteracting drying out (verdroging): protecting characteristic ground water depending on 

ecological values, cultural history and archaeology; 
11. development and protection of a rich, varied and natural wet nature. 

Waterparagraph 
In any of the plans concerned, a description of the way the consequences of the plan have been taken 
into account (water paragraph) has to be included. 
Beyond safety and water inconvenience the consequences for water quality and drying out have to be 
mentioned and how the obligatory water advice of the water manager has been taken into account. 

Contents of a watertoets 
Generally: 
1. elaboration of roles of different participants; 
2. products: appointments, water advice and waterparagraph; 

                                                      
a http://www.watertoets.net/pdf/aandeslag.pdf 
b http://www.watertoets.net/pdf/bestuurlijkenotitie.pdf 
http://www.watertoets.net/paginas/helpdesk/handleidingen.html?reload_coolmenus 
http://www.watertoets.net/paginas/contact.html?reload_coolmenus  
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3. spatially relevant criteria; 
4. the relationship with the obligartory environmental impact assessment; 
5. the environmental impact assessment; 
6. compensation: legislative aspects and examples. 

Embedding in procedures: 
1. municipal procedures: master plans, zoning plans, elaborations, changes and exceptions; 
2. regional plans, their elaborations and non-legal provincial plans; 
3. environmental impact assessment procedures for traced out roads; 
4. plans for broadening roads and provincial roads; 
5. reconstruction, land use - and ground clearing plans. 

Regional elaborations 
In 2007 the Province of South-Holland published indications of surface claims for water surface in 
zoning plansa: 8,5% times the paved surface and + 1,5% x the unpaved surface. 
The Waterboard Rijnland (around Leiden) suggested in 2007 keeping 6% of the overall urban area to 
be water surfaceb. The Waterboard Delfland claims volumes of water per specific surface according to 
Fig. 491 c. However, these global norms nowadays should be determined according to the local 
context.98 
 

 m3/ha 

paved surface (housing, employment, greenhouse areas) 325 

unpaved surface (grassland, nature, leisure) 170 

arable land 275 

  

Fig. 491 Standards for water reservoirs inside and outside the urban aread 
  

3.3.5 Water management in spatial design 
Water is the source of all life on earth. The distribution of water, however, is quite varied; many 
locations have plenty of it while others have very little. Oceans, rivers, clouds, and rain, all of which 
contain water, are in a frequent state of change (surface water evaporates, cloud water precipitates, 
rainfall infiltrates the ground, etc.). The circulation and conservation of earth's water is called the 
'hydrologic cycle' (see Fig. 353 and Verhallen, 1999). There are five processes in the hydrologic cycle: 
condensation, precipitation, infiltration, runoff, and evapotranspiration. These processes occur 
simultaneously and, except for precipitation, continuously. The hydrologic cycle takes place in the 
hydrosphere, this is the region containing all the water in the atmosphere and on the surface of the 
earth.  

What is the problem with water? 
Shortage of fresh water world-wide is already apparent right now but will be even larger in the future. 
The world population is still growing, at this moment not all people have access to good quality fresh 
water and finally the consumption of fresh water per person is still increasing. 
Water is the most valuable of our natural resources. It is, however, predicted that an alarming 
percentage of major cities are going to be running short of it in the next decade. How will this rising 
demand for water be met? In the 2nd International Architecture Biennale in Rotterdam (Flood, 2005), 
the world wide problem of water shortage was the key issue of the Biennale and its exhibitions. 

The systems approach; water and water system 
The hydrologic cycle is based on a systems approach; the cycle is seen as a system. It is important to 
realise that this approach is also needed in all planning and design. This means that for every site the 
hydrologic cycle has to be defined and quantified in headlines. For instance in Holland we have a 
surplus of rainwater in winter, while we have a shortage in summer due to higher evaporation and less 
                                                      
a http://www.helpdeskwater.nl/watertoets/  
b http://www.rijnland.net/  
c http://www.hhdelfland.nl/  
d Waterboard Rijnland 2007 
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rainfall. Hydrologists can calculate the quantities related to the hydrologic cycle at a given site. Of 
course soil conditions, topography and ground water table are also important to consider the impact of 
the water cycle as a whole. 

3.3.6 Hydrologic cycle and water system 

A dynamic aspect of water management 
The hydrologic cycle is a conceptual model that describes the storage and movement of water 
between the different spheres; biosphere, atmosphere, lithosphere, and hydrosphere at a given site or 
area. Water on earth can be stored in any one of the following reservoirs: atmosphere, oceans, lakes, 
rivers, soils, glaciers, snow fields, and groundwater. Water moves from one reservoir to another by 
processes like evaporation, condensation, precipitation, deposition, runoff, infiltration, sublimation, 
transpiration, melting, and groundwater flow. 
 
The planetary water supply is dominated by the oceans. Approximately 97 % of all the water on earth 
is in the oceans. The other 3 % is held as freshwater in glaciers and ice caps, groundwater, lakes, soil, 
the atmosphere, and within life. Water is continually cycled between its various reservoirs. The typical 
residence times of water in the major reservoirs is different. On average water is renewed in rivers 
once every 16 days. Water in the atmosphere is completely replaced once every 8 days. Slower rates 
of replacement occur in large lakes, glaciers, ocean bodies and groundwater. Replacement in these 
reservoirs can take from hundreds to thousands of years. Some of these resources (especially 
groundwater) are being used by humans at rates that far exceed their renewal times. 

The need for water management 
It is clear that we need a certain strategy for water management that is based on the hydrologic cycle 
in a certain area. Here we want to work out an example of water management policy in Holland: Water 
Assessment. 
The Netherlands is a highly urbanised delta of which a large part is situated below sea level. The 
problem of water management is already an old one, like in other delta landscapes. In the past decade 
the country has been faced with extremely high river discharges which forced thousands of people to 
evacuate, with flooded areas caused by extreme rainfall, with groundwater problems in urban areas 
and drying out of certain nature reserves. It is widely acknowledged that, to prevent a further increase 
of these problems, changes are necessary in water management as well as in spatial planning. In 
contrast with what the name may suggest, Water Assessment (WA) is a process of interaction during 
spatial design, rather than a test on water aspects of a completed spatial plan afterwards.  

The objectives of Water Assessment (WA) 
The objectives of WA are to guarantee that water interests are taken into account in spatial and land 
use planning, so that negative effects on the water system are prevented or compensated for 
elsewhere. This integration of water in spatial planning works in two ways: a plan is assessed on its 
implications for the water system and the restraints that the water system puts on land use are made 
explicit.  
WA is not meant to be a new procedure, but a process of interaction that is fully integrated into existing 
spatial planning procedures. When Environmental Impact Assessment or Strategic Environmental 
Assessment (as prescribed by the EU) has to take place as well, both assessments partly take place 
parallel and provide each other with information.  

Water Assessment as part of spatial and landuse pla nning 
To ensure the integration of water aspects into the spatial planning process, ‘Water Assessment’ has 
been introduced in 2001. Water Assessment is a process in which water managers are involved 
actively in the development of any spatial plan from the earliest stages on. This instrument has only 
recently been introduced, but the results up till now are promising.  

The different steps in WA 
1. The initial phase; agreements on water criteria and co-operation during the planning process. In 

the initial phase, which starts as soon as the ideas about the plan start developing, the spatial 
planning authority takes the initiative to inform the water authority. The result of this initial phase 
is an agreement on the assessment criteria and the further process to be followed.  
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2. The developing phase; water recommendation In this phase the water authority and the spatial 
planning authority work interactively and creatively together on the design of the plan. In the 
Water Recommendation - which is a formal advice - the water authority informs the spatial 
planning authority on its findings and makes, if necessary, recommendations for adjustments of 
the plan. 

3. The decision-making phase; water paragraph Based on the Water Recommendation the spatial 
planning authority makes the necessary final adjustments to the plan.  

4. The reviewing phase; a ‘go!’ for realisation  

3.3.7 Water quality and management 

A qualitative aspect of water 
The hydrologic cycle is not only needed to get insight into the quantitative aspects of water and the 
water system, it also forms the basis for the management of water quality. The earth's water supply 
remains constant, but man is capable of altering the cycle of that fixed supply. Population increases, 
rising living standards, and industrial and economic growth have place greater demands on our natural 
environment. Our activities can create an imbalance in the hydrologic equation and can affect the 
quantity and quality of natural water resources available to current and future generations. Water use 
by households, industries, and farms have increased. People demand clean water at reasonable 
costs, yet the amount of fresh water is limited and the easily accessible sources have been developed. 
As the population increases, so will our need to withdraw more water from rivers, lakes and aquifers, 
threatening local resources and future water supplies. A larger population will not only use more water 
but will discharge more wastewater. Domestic, agricultural, and industrial wastes, including the use of 
pesticides, herbicides and fertilisers, often overload water supplies with hazardous chemicals and 
bacteria. Also, poor irrigation practices raise soil salinity and evaporation rates. These factors 
contribute to a reduction in the availability of potable water, putting even greater pressure on existing 
water resources. 

Urbanisation 
Large cities and urban sprawl particularly affect local climate and hydrology. Urbanisation is 
accompanied by accelerated drainage of water through road drains and city sewer systems, which 
even increases the magnitude of urban flood events. This alters the rates of infiltration, evaporation, 
and transpiration that would otherwise occur in a natural setting. The eplenishing of ground water 
aquifers does not occur or occurs at a slower rate. Together, these various effects determine the 
amount of water in the system and can result in negative consequences for river watersheds, lake 
levels, aquifers, and the environment as a whole. How to deal with our water resources is one of the 
major problems in the future since the world population is still growing, the consumption per person is 
still increasing and the demand for industrial use of water also increases. 

Water resources 
On the basis of the hydrologic cycle you can determine how much water from natural resources you 
have available on the basis of natural renewal of the water quality. Renewable water resources include 
waters replenished yearly in the process of the water turnover of the earth. These are mainly runoff 
from rivers, estimated as the volume per unit of time (m3/s, km3/year, etc.) and formed either within a 
specific region or from external sources, including groundwater inflow to a river network. This kind of 
water resource also includes the yearly renewable upper aquifer groundwater not drained by the river 
systems. However it should be noted that, on the global scale, these volumes are not large compared 
with the volume of river runoff and are of importance only for individual specific regions. Another 
important aspect is to take into account how much time these processes take. 
 
What we see now on a large scale is that we renew water resources on the basis of technological 
means; by waste water purification and even the production of fresh water from sea water at an 
industrial scale. Even though this might technologically be possible, the cost is extremely high. In 
ecological sense it takes also lots of energy and material. So in the long run it is much more efficient to 
make use of water resources in a conscious way; to not overuse, to store the rainwater in stead of 
pumping it into the sea and to keep the different water qualities apart. 
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3.3.8 Sustainability and water management 

The planning and design on the basis of watersheds 
The aspect of sustainability in landscape planning is addressed in planning and design on the basis of 
watersheds. A watershed is the geographic area where all water running off the land drains to a given 
stream, river, lake, wetland, coastal water or other waterbody. Watershed planning and management 
comprise an approach to protecting water quality and quantity that focuses on a watershed as a whole. 
This is different  from the traditional approach of managing individual wastewater discharges, and is 
necessary due to the nature of polluted runoff, which in most watersheds is the biggest contributor to 
water pollution. Polluted runoff is caused by a variety of land use activities, including development, 
transportation, agriculture and forestry, and may originate anywhere in the watershed. Watershed 
planning is sometimes a difficult subject to define because of all the different ways in which it has been 
practised throughout the world is depending on each watershed's unique characteristics, people, and 
other factors (Verhallen, 1999). 

Landscape planning 
In landscape planning not only the landuse types and their possible pollution is taken into account, 
also the storage or infiltration of water for dry periods is part of the problem. The location of both 
depending on stream direction of the waterways is crucial; no polluting landuse upstream! The amount 
and location of waterstorage depends on the quantities that are described in the hydrologic cycle. 
Most planning efforts share a few common points like: 
 
1. Inclusiveness and co-ordination between people involved 
2. Watershed framework and the hydrologic cycle for the region in question as a basis for the 

landscape plan 
3. Plan to preserve and/or improve the quality of life and the environment 
4. Long term planning and management 
5. Development of a watershed plan 

A watershed plan 
A watershed plan is a document that includes a 
 
1. Characterisation of the watershed as a physical network (total area, land ownerships, natural 

resources, environmental concerns, etc.) 
2. Prioritisation of environmental concerns (water quality, urban growth, recreation, etc.) 
3. Implementation plan (strategy for the long run, best management practices, funding 

opportunities, etc.) 
 
In landscape planning the approach should always be based the principles of watershed planning. 
Landscape planning does take into account more aspects than watershed planning; the topographical 
and historical aspects of the site and most important it develops a strategy for the landscape 
development in the long run (Simonds, 1961, 1997). It is not only a static description of aspects of the 
watershed alone, it looks ahead on the basis of the principles defined in the watershed plan. In 
landscape architecture the work of McHarg (1971) is a good example of a more comprehensive and 
integrated approach to landscape planning than watershed planning alone. Also Clay (1979) gives a 
series of examples from landscape architecture in which water plays an important role and the 
principles of watershed planning are applied. Note how old these plans are! For Holland, Boekhorst et 
al. (1996) give examples of the work of Nico de Jonge in which water plays an important role at the 
scale of the Dutch region. We can conclude with the statement that no sustainability in landscape 
planning is possible without taking into account the watershed and the hydrologic cycle. 

An integrated approach of water management and spat ial planning 
The problem of water management needs a comprehensive scope and approach (Verhallen, 1999). 
Planning and design can contribute to that approach in a general approach for design and water 
management; the water systems approach as an integrated approach for landscape design at different 
levels. 
 
I. Water forms the basis for the understanding and insight into the landscape as a natural system. 
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- The start of any project should be the distinction of different levels of the water system and their 
spatial form. In all cases you first define the watershed and drainage pattern. In mountainous areas 
this is fairly simple if you have a topographic map with the contour lines. In delta landscapes like in 
Holland you mostly use the polders as the spatial and hydrological units in the landscape. 

- A next step is the global description of the hydrological cycle in the study area. Rainfall spread over 
the year, evaporation and topography help you define the understanding of the water system in 
headlines. 
 
II. If you have done the landscape analysis, you can start to apply the spatial representation of the 
program to the existing site. In this phase of spatial organisation of the landuse there are the following 
guiding principles as a basis: 

- Water runs from high to low; use this in the location of the different types of landuse 
- Organise forms of landuse according to their rate of pollution; the least polluting in the higher 

areas, the most polluting downstream. 
- In Delta landscapes organise water flows from fresh to salt water environments 
- In the organisation of time, start with a long term strategy and then work out the short term 

interventions. 
- Another principle is to work from ‘natural’ to ‘artificial’ 
 

III. General principles for the approach of the water management for the 21st century 
- Conserve water at the place as much as you can locally 
- Store what you can not conserve, locally 
- Organise letting in and transport elsewhere of water. Make a distinction and also a spatial 

separation of clean and polluted water; do not mix them! 
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3.4 The second network: roads 
There are other networks than wet connections, for example the roads (dry connections) we add in this 
chapter. And they interfere. More kinds of networks like those of pedestrians, cyclists, public transport, 
rail and their characteristics we will elaborate later. 

3.4.1 Names and scale 
Everybody knows many names of wet and dry connections, regardless of their function (Fig. 492). 
They seem to fit nearly logarithmically on a constant difference of scale multiplying the mesh width 
each time approximately by 3. That rather precise scale articulation has practical backgrounds.a  
 

NETWORK BLUE LEGEND BLACK LEGEND 
density mesh/ 

exit interval 
 NAME nominal 

width 
NAME 

km/km2 km nominally width 1%  m   
0.002 1000 ≥10000 sea   
0.007 300 3000 lake 120 continental highway  

0.02 100 1000 stream/pond 100 national highway 
0.07 30 300 river/waterway 80 regional highway 

0,2 10 100 brook/canal 70 local highway 
0.7 3 30 race 60 urban highway 

2 1 10 watercourse 40 district road 
7 0.3 3 ditch 30 main street 

20 0.1 1 small ditch 20 street 
70 0.03 0.3 trench 10 path 

 
Fig. 492 Names of networks on the higher levels of scale99 

 
However, in reality it is sometimes more, seldom less than 3 and often the highest and lowest orders 
are missing. For example clay grounds do not need trenches and sandy grounds start their drainage 
by brooks. In the same way rural areas do not need streets every 300m. In The Netherlands they start 
with roads every 1km as you can check on topographic maps. 
 

                                                      
a Nes, R.v. and Zijpp, N.J.v.d. (2000) Scale-factor 3 for hierarchical road networks: a natural phenomenon? (Delft) Trail 
Research School Delft University of Technology. 
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Fig. 493 The styling of wet connections 
 

 
 

Fig. 494 The styling of dry connections100 
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3.4.2 Functional charge of networks 
These neutral names get their time-bound character by changing function. Dry and wet networks get 
their contemporary meaning by ‘functional charge’ in Fig. 495. Their density implicates the level of 
investment.101 
 
Nominal mesh 
width 

30m 100m 300m 1km 3km 10km 30km 100km  

Density (km/km2) 70 20 7 2 0.7 0.2 0.07 0.02 

wet connections          

name trench small 
flooded 

ditch 

a flooded 
ditch 

watercourse  race brook river lake 

indicative width 1%  1m 3m 10m 30m 100m 300m 1000m 

other names   stream stream stream stream    

  
 

urban canal urban canal urban canal urban canal industrial 
canal/waterway 

canal canal 

 functions draining drainage pool 
(from polders) 

   

Nominal mesh 
width 

30m 100m 300m 1km 3km 10km 30km 100km  

dry connections          

name path street main street road urban 
highway 

local highway regional 
highway 

national 
highway  

an exit every ...km 10m 30m 100m 300m 1km 3km 10km 30km 

indicative width 10m 20m 30m 40m 60m 70m 80m 100m  

functions pavement opening to 
a hamlet 

neighbourhood 
street 

district road, 
village road, 
country road 

urban 
highway, 
main road 

urban highway provincial 
highway 

national 
highway 

  footpath residential 
walk 

walking route cycle route cycle ride     

Duurzaam 
Veilig (long-term 

safety) 

Woonpad, 
free of 
cars 

Woonstraat, 
restricted 
entry for 

cars 

Erftoegangs-
weg, sojourn 

function 

Gebieds-
Onsluitings-

Weg, 
opening to 

an area 

Stroomweg, 
throughway 

    

public     bus express fast bus Interliner 

Nominal mesh 
width 

30m 100m 300m 1km 3km 10km 30km 100km  

railway line     tram lightrail regional  national 

a supportive base     300m 1km 3km 10km 

functions     

 

the 
underground/metro 

local train intercity 
train, 
Argus 

          hybrid 
systems 

hybrid systems hybrid 
systems 

  

 
Fig. 495 The time-related functional charge of networks 

 

3.4.3 Rectangularity forced by connections of a hig her 
level 

The most efficient enclosure is made by surrounding the enclosed area with a minimum length of road. 
As well known, the result is a circle. But in a continuous network, it is approximated by a hexagonal 
system.102 This minimal ratio between periphery and area is demonstrated 3D by many natural 
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phenomenaa (cells in a tissue) where preference is given to a minimal ratio between outer area and 
inner content. 

Soap bubbles 
A good example is a cluster of soap bubbles. A cluster of soap bubbles forced into a thin layer 
produces a two-dimensional variant. The bubbles arrange themselves in polygons with an average of 
six angles. 
However, if one pulls a thread through them, the nearest bubbles will re-arrange themselves again into 
an orthogonal pattern (Fig. 496). Urban developments from radial to tangential can also be interpreted 
against this background. The interlocal connections pull the radial system straight, as it were. The 
additional demand for straight connections over a distance longer than that between two side roads 
(here called a ‘stretch’) introduces rectangularity.  
Every deflection from the orthogonal system then is less efficient.103 
 

 
  

Hildebrandt and Tromba (1989)
 b

  

Fig. 496  The formation of right angles Fig. 497  Length (L) and width (W) of the mesh 
for a given net density of (D=2)104 

  

Marbles in a framework 
This can be clarified by engaging in a thought experiment: Imagine a rectangular framework with 
hinged corners that is completely filled with marbles. If one re-shapes this framework into an ever 
narrower parallelogram, then there will be space for fewer and fewer marbles, so, in every case, the 
rectangular shape proves to be optimal, in this respect. The only network that could compete with this, 
which has lines running from a rectangular grid, is a triangular grid, but it is immediately clear that it is 
inferior because of its unfavourable perifery/area ratio. For instance, the parallelogram in the thought 
experiment that became ever more skew, matches an angle of 60° in an equilateral triangular grid. 
Apart from the disadvantage caused by deviating from the right angle, an extra connecting line is 
needed to cut the parallelogram into two equilateral triangles. 

                                                      
a d’Arcy Thomson, W. (1961). On growth and form. (Cambridge UK) Cambridge University Press. 
b This figure is taken from: Stefan Hildebrandt and Anthony Tromba, Architectuur in de natuur, de weg naar de optimale vorm 
(Mathematics and optimal form), Wetenschappelijke Bibliotheek Natuur en Techniek, Maastricht/Brussel, 1989, ISBN 90 70157 
81 0. 
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Mesh width and mesh length 
Fig. 497 shows a sequence of relationships between mesh width and length in rectangular meshes 
with a net density of 2 km per km2 (the same density means the same investment!). 

Length and width of squares are 2/density. The same density also occurs in a pattern of roads that go 
infinitely in one direction every 0.5 km. Thus, when the length and width of the mesh 1/d = 0.5 km, the 
ratio between length and width is at its limit.105 In that case, where the net density is 2 km per km2  

there can be no ‘crossroads’ any more.106 This consideration only applies to an orthogonal system. 

3.4.4 Superposition of levels 
In connection with the red and blue legend one can imagine their superposition as follows: 
 

  
 

Fig. 498 Superposition of networks 
 

Urban area is radially crossed or tangentially surrounded by infrastructure. 
By superposition of the higher order over the lower order, the density of the lower order decreases.107 
By superposing the wet connections over or under the dry connections, both networks interfere 
(interference, see page 3.4.5). 
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3.4.5 Interference of different networks 
When one lays different (wet and dry) networks over each other, an interference occurs that defines 
the number of crossings, and, because of this, the level of investment in civil engineering constructions 
(Fig. 499).This can be done in different ways. Separating instead of bundling them fragments space 
more. The diversity of interference has important impacts on ecology and cultural identity. 

 

 
 

Fig. 499 Interference between wet and dry networks. 
 

The position of urban areas with respect to orders of magnitude of water and roads dictates their 
character to a large extent. The elongation (stretching) of networks reduces the need for engineering 
constructions when their meshes lie in the same direction.108 If one bundles them together, this also 
helps to prevent fragmentation. The aim of the ‘Two network strategy’, on the other hand, is to position 
water, as a ‘green network’, as far away as possible from the roads (in an alternating manner). 
However, this has the effect of increasing fragmentation by roads and watercourses.  
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3.4.6 Crossings 
Mutually crossings of waterways seldom separate their courses vertically (Fig. 500) as motorways do 
(Fig. 501).  
 

  
  

Fig. 500  Crossing of separated 
waterwaysa 

Fig. 501  Crossings of highwaysb 

  
More often their water levels are separated by locks or become inaccessible for ships by weirs or 

siphons. 
 
However, crossings between ways and waterways have to be separated vertically in full function 

anyhow. And they often occur. 
 

  
  

Fig. 502 Rivers, canals and brooks Fig. 503 Superposition races 
  
 

                                                      
a Ankum (2003) page 160 
b Standaard and Elmar (?) 
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Fig. 504 Interference with highways Fig. 505 Interference with highways and railways 
  

The same kind and level 

 

 
  
Fig. 506 R=300m Sojourn area road crossing for 

mixed traffica 
Fig. 507 R=1km Opening up road (GOW) single 
lane roundabout – with freely located cycle path 

and cyclists having right of wayb 
  

                                                      
a A.S.V.V.(2004): 12.3.1 
b A.S.V.V.(2004): 11.2.3 
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Limitating crossing movements 
Camillo Sittea already showed T crossings have less conflict points (Fig. 508). Modern roundabouts 
translate a normal crossing in 4 T-crossings.109 

 

 

  
Fig. 508 Less conflict points in T-crossingsb Fig. 509 An actual 

roundaboutc 
  
Before roundabouts came into use, attempts were made to design safer T-crossings on town (R=3km) 
and district (R-1km) level. 

Town level 

 
 

  
Fig. 510  Sketch  Zoetermeer 1969d Fig. 511  Actual situatione 

  
 

                                                      
a Sitte, C. (1991). De stedebouw volgens zijn artistieke grondbeginselen. (Rotterdam) Uitgeverij 010. 
b Camillo Sitte (1889) Der Städtebau nach seinen künstlerische Grundsätzen 
c Bach en De Jong  (2004) 
d B. van Gent (1999), p. 2/6 
e CDRom de nationale Stratengids van Nederland met kaarten van de Topografische Dienst te Emmen (Den Haag) Citydisc 
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District level 

  
  

Fig. 512 Sketch for district Driemanspolder-
West (Meerzicht)a 

Fig. 513 Actual situationb 

  
However, gaining safety this way produced faster driving. So T-crossings did not produce more safety 
after all. Moreover, non-perpendicular T-crossings make orientation more difficult. Roundabouts are 
safer. 

The same kind and different level 

 
 

  
Fig. 514 Central guiding – at a crossing R=1km 

Opening up road (GOW)  – R=300m Sojourn area 
roadc 

Fig. 515 Haarlemmermeer solution – at a 
crossing R=3km Throughway – R=1km 

Opening up road (GOW)d 
  
 

                                                      
a B. van Gent (1999), p. 2/30 
b CDRom de nationale Stratengids van Nederland met kaarten van de Topografische Dienst te Emmen (Den Haag) Citydisc 

c A.S.V.V.(2004): 11.2.5 
d A.S.V.V.(2004): 10.1 
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Different kind and level 
Especially when the canal is a belt canal with a higher level than the other waterways many 

complications arise. Extra space is needed for weirs, dikes and sluices, perhaps even locks and 
many slopes not useful for building. The slope the city highway gets from crossing the high belt 
canal could force to make a tunnel instead of a bridge. Anyhow, several expensive bridges will 
be necessary and some of them will be dropped from the budget, causing traffic dilemmas 
elsewhere. 

 

 
 

Fig. 516 Neighbourhood street crossing canal and railroad in Utrecht 
 
The slope behind the bridge in Fig. 516 is not steep enough to get a tunnel under the railway high 
enough for busses (2.60m here is too low). 
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Count your crossings (costs) 
Fig. 517 shows how different dry and wet networks in different orders cause crossings of different 
kinds. 
 

 
  
Fig. 517 Interference of dry and wet networks in different orders causing crossings of different kindsa 

  
Trenches and ditches become drains or (underneath roads) culverts in the urban area, but main 
ditches (3m wide) and water courses (10m) or even larger waterways have to be crossed by bridges. 
From 6 different kinds of interfering crossing in Fig. 517, Fig. 518 counts 35 crossings in 5 types. 
 
 residential streets 

(20m wide) 
neighbourhood streets 

(30m wide) 
district roads 
(40m wide) 

main ditches (3m wide) 16 8 4 
water courses (10m wide)  5 2 
    

Fig. 518 Five types of interfering crossings supposed in Fig. 517 
    
And there are superposed crossings as well. 
 

                                                      
a Jong (2001) 
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Bridges 
based on pressure or tension 

   
arch bridge (boogbrug) 

approach ramp(aanbrug) 
thrust (horizontale druk) 

deck (rijvloer) 
trussed arch with upper and lower chord 

(vakwerkboog boog met boven- en 
onderrrand) 

abutment (landhoofd) 

beam bridge (balk- of liggerbrug) 
abutment (landhoofd) 

overpass, underpass (bovenkruising, 
onderdoorgang) 
deck (brugdek) 

continuous beam (doorgaande ligger) 
pier (pijler) 

parapet (leuning) 

suspension bridge (hangbrug) 
anchorage block (ankerblok) 

suspension cable (hangkabel) 
suspender (hanger) 

deck (rijvloer) 
center span (middenoverspanning) 

tower (toren) 
side span (zijoverspanning) 

abutment (landhoofd) 

   
trough arch bridge (boogbrug met 

laaggelegen rijvloer) 
 

multiple span beam bridge (balk- of 
liggerbrug met meer overspanningen) 

 

fan cable stayed bridge (waaiertuibrug) 
cable stay anchorage (tuiverankering) 

   
half-through arch bridge (boogbrug met 

tussengelegen rijvloer) 
viaduct harp cable stayed bridge (harptuibrug) 

   
deck arch bridge (boogbrug met 

hooggelegen rijvloer) 
cantilever bridge (kraagliggerbrug, 

cantileverbrug) 
suspended span (zwevend brugdeel) 

cantilever span (uitkragende 
zijoverspanning) 

transporter bridge (zweefbrug) 
trolley (wagen) 

platform (platform) 

   
fixed two-hinged three-hinged arch 

(ingeklemde, tweescharnier~, 
driescharnierboog) 

single-leaf bascule bridge (enkele 
basculebrug) 

counterweight (contragewicht) 

lift bridge (hefbrug) 
guiding tower (heftoren) 

lift span (val) 

  
portal bridge (schoorbrug) 

portal frame (portaal) 
pier (pijler) 

double-leaf bascule bridge (dubbele 
basculebrug) 

floating bridge (pontonbrug) 
manrope (mantouw) 

pontoon (ponton) 

   
 Bailey bridge (baileybrug) swing bridge (draaibrug) 

 
Fig. 519 Names of Bridges and their componentsa

 

                                                      
a Standaard and Elmar (?) 
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based on pressure or tension 
 

 
These types of bridges could be made of steel, concrete or wood. Depending on the material they 
have a different maximum span (Fig. 352).110 111 112 113 
 
english name dutch name span in m.  notes  
multiple span beam bridge balk- liggerbrug met meer 

overspanningen 
unlimited   

viaduct viaduct unlimited old-fashioned  
ferry bridge pontbrug unlimited   
suspension bridge hangbrug 2000 wind-sensitive  
fan cable stayed bridge waaiertuibrug 1000 wind-sensitive  
harp cable stayed bridge harptuibrug 1000 wind-sensitive  
cantilever bridge kraagliggerbrug, Gerberligger 550   
arch bridge boogbrug 500 steel  
trough arch bridge boogbrug met laaggelegen 

rijvloer 
500 ? with draw 

connection 
 

fixed two-hinged three-hinged 
arch 

ingeklemde, tweeschanier-, 
driescharnierboog 

500 ? with draw 
connection 

 

half-through arch bridge boogbrug met tussengelegen 
rijvloer 

500 ?  

deck arch bridge boogbrug met hooggelegen 
rijvloer 

500 ?  

beam bridge balk- of liggerbrug 250 steel truss, 
framework 

 

arch bridge boogbrug 200 stiffened bars  
floating bridge pontonbrug 200 military movable 
lift bridge hefbrug 150 old-fashioned movable 
portal bridge schoorbrug 150 between 

supports with 
tube beam 

 

beam bridge balk- of liggerbrug 100 steel concrete  
beam bridge balk- of liggerbrug 100 concrete tube 

beam 
 

transporter bridge zweefbrug, transbordeur.  100 ? old fashioned 
1895-1920; 2 in 
europe left 

movable 

double-leaf bascule bridge dubbele basculebrug 100  movable 
swing bridge draaibrug 60 even as 

aquaduct 
movable 

arch bridge boogbrug 50 hout  
single-leaf bascule bridge enkele basculebrug 50  movable 
portal bridge schoorbrug 40 ? concrete  
beam bridge plaatliggerbrug 30 or wider with 

large 
construction 
height 

 

beam bridge balk- of liggerbrug 30   
strauszbridge ophaalbrug 25  movable 
beam bridge balk- of liggerbrug 20 2m wood truss, 

framework 
 

beam bridge spoorverkeer staal 15 small 
construction 
height 

 

ship bridge schipbrug 10 ? te doesburg movable 
beam bridge balk- of liggerbrug 10 wood  
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english name dutch name span in m.  notes  
raft bridge vlotbrug 10 ? floating from 

under approach 
ramp 

movable 

crane bridge kraanbrug 10 old-fashioned movable 
roll bridge rolbrug 8 one example 

67m 
movable 

clap bridge klapbrug 8 without 
counterweight 

movable 

 valbrug 5 old-fashioned 
(castles) 

movable 

 oorgatbrug 1 for mast only, 
old-fashioned 
(hindeloopen) 

movable 

Bailey bridge Baileybrug  military  
 

fig. 520 Maximum span of different bridgesa 
     
The construction height below deck is often limiting factor. 

Costs of bridged P.M. 

Tunnels 
3D crossings  need slopes. Fig. 521 shows a highway on 0.1m height without slopes. You have to dig 
out the tunnel until –2.9m. By doing so, you need cycle slopes of more than 80m at both sides.114 The 
tunnel construction extends to 197.13m width. Imagine the problems to keep it dry, imagine the costs, 
imagine the problems you raise designing the adjacent neighbourhoods. 

First calculation 
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m totale breedte met 2 
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Fig. 521 First calculation of slopes in a tunnel for cyclists below a highway 

 
 

                                                      
a Jong (1996) 
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Fig. 522 shows a highway on 2m with slopes on both sides, totally 43m wide. The tunnel can be made 
on –1m, so the slopes meet nearly on 0m making the total width 44.4m.  
 

Second calculation 
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Fig. 522 Second calculation  of slopes in a tunnel for cyclists below a highway 

 

3.4.7 A traffic network 
A street is more than traffic space. However, this chapter restricts itself to traffic space, like traffic 
specialist would do if (s)he had no attention for context. A street is not a summing up of measures 
needed for traffic, but is is good to know which measures are used by specialists. Many measures 
mentioned here, are no more than rules of thumb to start with. 

3.4.8 Measures 
Any kind of traffic has characteristic measures. 
Design measures are deduced from the distribution of actual measures (see Fig. 523). 
Normally the 5% largest measures are left aside for design. 

  

0,0%

5,0%

10,0%

15,0%

20,0%

25,0%

30,0%

138 142 146 150 154 158 162 166 170 174 178 182 186

cm

0%

10%

20%

30%

40%

50%

60%

226 232 238 242 246 250 254 258

  
Fig. 523 Dispersion of real car widths in 2004; 

95% < 1.80m a 115 
Fig. 524 Width of parking places in 1980 b 116 

  
However, these measures can change in time and occasionally not apply. So, you need margins. For 
example, in Fig. 524 the parking space for a car is much wider than the width of an average car, 
                                                      
a A.S.V.V(2004) p. 77-78 
b ANWB-Verkeerskunde (1980) nummers 6 en 10 
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because at parking places people have to step in and out at both sides. Moreover, taking the largest 
turning circle of cars you need space to turn in, not only in width, but also in length. So, a street with 
cross parking should be wider than the 95 percentile of car lengths (5m). 
That is why car parking requires a quarter of pavement in the urban surface. 
 

  
  

Fig. 525   1.20m for a pedestrian Fig. 526    2.40m for a parked car 
  
In The Netherlands normal paving-stones used on side walks are an unit of measure easy for 
reference if you are walking on the street or taking photographs (0.30x0.30m). From Fig. 525 you can 
learn a kerb is half a tile wide and for walking you need at least two tiles if you don’t have luggage. 
From Fig. 526 you can learn that the parking spaces of our Faculty are 2.40m wide. 

3.4.9 A residential street 
In a residential street occasionally you need space for larger vehicles like moving vans, ambulances, 
vans of police, fire brigade or service vehicles, often necessary in residential areas. 
Pedestrians carrying luggage or pushing baby buggies need 1.5x more space than without such loads 
as shown in Fig. 527. 
 

 

 

 

 
 

 
 

 

 
    

Pedestrian 
50 + 2 x 5 ≅ 

60 cm117 

Cyclist 
75 + 2 x 15 ≅ 

100 cm118 

Car 30 km/h 
200 + 2 x 15 ≅ 

230 cm119  

Bus 50 km/h  
255 +2 x 25≅ 

300 cm120 
    

Fig. 527 Primary profile spaces needed 
    
A usual residential street gives way to two loaded pedestrians walking both ways (for instance one 
with luggage and one with a baby buggy passing each other, say 2m paved surface with 6 tiles of 
0.30m + a 0.15m kerb + 0.05m margin) as sidewalks. On the roadway two vans should be able to 
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drive both ways with a margin because they swing a little when they move (say 6m). If you draw 
sidewalks at both sides the pavement will count 2+6+2=10m. That is easy to remember for residential 
streets without parking places (as in Fig. 524). With parking places and gardens it could be =20m (Fig. 
528), but we do not yet take them into account. We will do that at page 266 and further.121 

 
 

Fig. 528 A residential street (2.5 + 2 + 2.5 + 6 + 2.5 + 2 + 2.5 = 20m)a 
 
 
However, you do not need that width of pavement all along the road. Cars can wait when they see 
someone approaching from the other side. Pavement can locally be narrower (for example 
1+3+1=5m), slowing down the cars or just wider (for example 3+6+3=12m) to make more speed or to 
give children and pedestrians more space on the sidewalks. A roadway of 6m width, has two ‘lanes’ for 
both directions. You can remove one locally. You can halve the sidewalks locally as well, but do not 
remove at one side one of them unnecessarily, otherwise pedestrians have to cross the road. If you do 
not have to give way to large cars or speeds higher than 30km/h the lane can get the minimum width 
of 2.30m. For even lower velocities without large vehicles the pavement is suitable for mixed use with 
pedestrians, say 1.90+0.60≅2.50m.  

3.4.10 Space for speed 
For higher design velocities you should take more margin for swinging. For normal cars at 30km/h you 
need 2.25m per lane, and 0.30m extra is no luxury. But at 50km/h you need 2.75m per lane, and at 
70km/h 3.25m.b Along walls or obstacles, drivers keep even more distance (obstacle fright) to prevent 
damage. 
 
Drivers also keep distance to cars ahead. The higher the velocity, the more distance they will keep. 
Above 30km/h that growing distance even decreases the capacity of the road (Fig. 529)!122 
That means, to keep the same capacity you need more lanes. 
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Fig. 529 A higher speed decreases the capacity of the roadc 
 
As you can see, roads designed for more than 2 000 cars per hour in one direction (that is 
approximately 20 000 per day123) need at least more than one lane per direction.124 
 

                                                      
a Simple quick profile drawings can be generated by Excel with a worksheet http://team.bk.tudelft.nl/Databases/Databases.htm > 
Wegprofielen maken met excel .xls 
b ASVV … 
c http://team.bk.tudelft.nl/Databases > Hoe de capaciteit van wegen afneemt bij hogere rijsnelheid 
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Moreover, at 50km/h you have to give separate way to cyclists along the road and at 70km/h at 
crossings as well if you accept the Dutch appointments ‘Duurzaam Veilig” (see Fig. 575). 

3.4.11 Roads of a higher level 
If you leave your home to go for a ride, you start on a ‘residential street’ (some 20m wide) via a larger 
‘neighbourhood road’ (say 30m) reaching an even larger ‘district road’ (say 40m) and so on. 
On the average every third road of each level you can make a turn to a road of a higher level (see Fig. 
530, do not take it too serious, it is a rule of thumb)a. The question arises at which mutual absolute 
distance you have to draw them in urban design. To keep it simple, we take 30m for the smallest 
residential paths, 100m for residential streets, 300m for neighbourhood roads, and 1000m for district 
roads (Fig. 530). 
 

           
 

Fig. 530 Four orders in a network hierarchy 
 

3.4.12 Urban islands in a network 
Public pavement for traffic and parking is expensive. It has to be paid by lots a municipality can sell, 
surrounded by that public space (municipal land development). The housing allotments below, include 
a substantial area of expensive parking spaces as well. They are made by the computer programme 
Standaardverkaveling.exe.b Starting points are: 
 

1. centre lines of surrounding roads on a multiple of 30m (preliminary main grid); 
2. roadways everywhere 6m wide, not needed everywhere, but including a reservation for wider 

roads of higher level in the network elsewhere; 

                                                      
a Nes, R. v. and N. J. v. d. Zijpp (2000). Scale-factor 3 for hierarchical road networks: a natural phenomenon? (Delft) Trail 
Research School Delft University of Technology. 
b Try it yourself, the programme is downloadable from http://team.bk.tudelft.nl > Publications 2003 
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3. parking standard everywhere more than 1 parking place per dwelling along the road, starting 
at least 5m from road corners, only drawn along roads North and South (indicated as ‘N’ and 
‘S’a) in the drawing of the urban island (an urban ensemble completely surrounded by roads); 

4. sidewalks seldom smaller than 2m wide; 
5. no front gardens yet; 
6. dwellings 5x10m, 2 floors high with roof timbers of 3m on lots of 100m2 housing 2.25 

inhabitants in rows not exceeding 40m to avoid extra dilatation; 
7. path around the back 1m wide; 
8. green areas are drawn East and South filling up the main 30m grid. They show the space 

saved by design operations, but can be used to enlarge the lots for sale as well, diminishing 
public space (pavement + green). 

 
These starting points can be changed easily in Standaardverkaveling.exe. However, for the time being 
they are kept constant below to study the change in allotment performance by design transformations. 

Mirroring the smallest urban island 

  
Fig. 531 30x30m Fig. 532 30x60m W-E mirroring 

  
The picture shows an urban island with three 

houses with gardens surrounded by 
sidewalks and streets. North and South of 
the island there are parking lots for 2 cars 
each. The allotment is mirrored at the other 
side of the street. 

 
The smallest urban island taken in consideration 

here has a grid measure of 30x30m. The 
consequence of small urban islands is an 
excessive surface of public pavement (here 
76%!), leaving relatively little for sale (here 
maximally 22%) paying for that public 
space.125 

The effect of a first design transformation, W-E 
mirroring, elongates the urban island reducing 
public pavement (here into 67%). The gained 
surface produces a green margin of 9m drawn 
East and 2.50m drawn South. Now, at that length, 
one side with parking places is enough to reach 
more than 1 parking place per dwelling. 
The shadow of the N side is best suitable for 
parking. Now, W and E roads are used for 
entrance to houses at both sides and back gardens 
get more privacy. The lots for sale differentiate in 
morning~ and evening sun lovers. 

  
In Fig. 532 greenery is drawn East to get an idea of road profiles and crossings without greenery in the 
corner left below in the drawing, where circles are drawn with a radius of 10 and 30m. For children in 
the afternoon and in the summer evening green area can better be designed in the West as well to 
have sunny playgrounds. That does not change the counted figures left and below of the drawing. 

                                                      
a The North an South sides of an urban island are best suitable for parking for two reasons. Their surface enlarges the North-

South distance between outer walls of dwellings, giving more acces to sunlight, and the shadow of North walls is welcome 
to parked cars. 
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Taking sun into account 

  
Fig. 533 60x30m N-S Turning and  multiplying Fig. 534 60x30m N-S mirroring 

N-S turning and repeating gives both blocks South 
gardens. Now, the short sides of the urban 
island are used for parking, forcing cross-
parking to reach >1 parking places per 
dwelling. The path round the back is 
enlarged at the expense of sidewalks to give 
proper front access to the Southern block. 

N-S mirroring introduces North gardens, drawn 
longer here to get a partly sunny view on the N 
garden still. It differentiates the lots for sale in size 
and suggests a different dwelling type for sun 
lovers with south gardens and artistic life style with 
Northern light rooms like studios. 

  

Elongating 

  
Fig. 535 60x30m elongating Fig. 536 60x60m mirroring 

To reach the same capacity of Fig. 534 by one 
sided elongating avoids the path round the back 
utilizing the side walk, giving back a proper size to 
the sidewalks N and S. East gardens are suitable 
for people who like morning sun in the garden and 
in the sleeping room. Pavement is still 66%. 

Mirroring gives evening people a chance as well 
and both gardens more privacy. It 
differentiates use and plantation. The 
enlargement of the urban island again 
reduces the amount of pavement, now into 
52% in favour of the margins possibly used 
as green area: 9m East and 5m South. 
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L-shape and U-shape 

  
Fig. 537 60x30m L-shape Fig. 538 60x60m U-shape 

Introducing perpendicular blocks provides 
streetcorners with front entrances in 2 
directions. That gives the beginning of an 
urban look and safety by private control of 
public space on both roads involved. To 
improve that effect design solutions for 
corners, not implemented here, would be 
nice. Such solutions will struggle with 
smaller or no gardens in the corner. 

Mirroring the L-shape produces U-shaped 
allotments with one open side, here avoiding 
North gardens. It has the same advantages 
as previous mirroring transformations, in this 
case reducing pavement from 66% in Fig. 
537 into 52% and introducing green margins 
of 9m East and 5m South. S gardens go 
0.5m around the back now, giving space for 
ivy-covered side façades avoiding grafitti.  

Closed urban islands 

  
Fig. 539 90x60m Closing Fig. 540 Elongating and adapting 100x60m 

Closing the urban island with front entrances on 
every surrounding street produces a usual 
allotment type of 90m length, leaving a 9m 
green margin East to fill the urban grid of 
multiples by 30m. Limiting parking places to 
N and S urges cross parking at both sides to 
have more than 1 parking place per dwelling 
leaving little space for sidewalks.126 

N-S elongating to 100m is easy by adding 2 
houses West and East. However, the 
shortage of parking places then forces 
parking at all sides. By giving up cross 
parking N and S, there is space for 6 extra 
houses in total. The reduction of pavement 
is 2% only, but the number of parking places 
is 1.4 per dwelling. This time the green 
margin is distributed W and E to make trees 
possible. 
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In Fig. 540 we leave the starting points of page 266 behind and start to look at a higher level. On that 
level new spaces for mobility are needed. By the way, the elongated blocks of Fig. 540 exceed 40m 
and need an extra dilatation, which is expensive.  

3.4.13 A neighbourhood 
If we multiply the module (M) of Fig. 540 (100x60m) 5 times E-W and 3 times N-S (Fig. 541) we reach 
the mesh width (300mx300m) for neighbourhood roads (30m width of pavement127) mentioned at page 
266. We now have 15 modules together surrounded by larger neighbourhood roads needing extra 
space. 

Traffic production 
These ‘neighbourhood islands’ we call ‘neighbourhood quarters’, because 4 of them make a 
neighbourhood. 
 

  
  

Fig. 541 A neighbourhood, multiplying Fig. 540 Fig. 542 Profiles normalised to 20, 30 and 40m 
  
Suppose every urban island contains some 75 people going out 4 times a day of which 3 by car. 
Suppose 1/3 of the car trips the driver is accompanied by a passenger, 1 trip is done by walking or 
cycling.a So, a block produces 75x2x2≅300 car movements per day, because they are not only going 
out, they are coming back as well. That normally means 30 car movements per hour per island. Let 
them use two of four streets around the block. So, a residential street has some 15 car movements per 
hour and much more in peak hours. And there are visitors as well.128 

Space for facilities 
The neighbourhood of Fig. 541 does not only need extra space for pavement of neighbourhood roads, 
but also for neighbourhood facilities like green, water, a school, shops and offices. Moreover, it has to 
accommodate facilities of higher level like district roads (40m wide). They produce car movements as 
well, but in the same time they make part of the modules involved unsuitable as residential area. 
Moreover, not all modules will reach 56 dwellings per ha or a floor space ratio (FSI) of 68% reached in 
Fig. 540, because many lots are larger than 100m2. Suppose there are 1000 inhabitants per 
neighbourhood, it produces 1000x2x2≅4000 car movements per day using half of the neighbourhood 
roads available. So, a neighbourhood road has some 2000 car movements per day or 200 per hour 
and much more in peak hours.129 And there are visitors as well. 

                                                      
a CBS … 
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3.4.14 A road hierarchy 
Going on like that we can make a table with approximate measures (in reality they will vary around that 
measure) for any type of road in a hierarchy (Fig. 543, do not take it too serious: it is a rule of thumb). 

Class 1 2 3 4 5 6 7 8 
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 directly served area estate ensemble neigh-
bourhood 

district town conur-
bation 

region metropoli-
tan region 

m radius | mesh | crossing 
distance  

30 100 300 1000 3000 10000 30000 30000 

directly served inhabitants 10 100 1000 10000 100000 1000000 3000000 10000000 

number of dwelling layers 1 2 3 4 6 7 8 10 

Profile         

Left half until median strip          

m facade height  2,75 5,50 8,25 11,00 16,50 19,25 22,00 27,50 

m private use  1,00 2,50       

    

        

m sidewalk  0,50 2,00 4,00 3,00 3,00 3,00 3,00 3,00 

            

m cycle track1    2,00 2,00 3,00 3,00 3,00 3,00 

      3,50 1,00 1,50  1,75  

  m park1  2,50 2,50 2,50 2,50 2,50 2,50 2,50 2,50 

m parallel road     3,00 3,00 3,00 3,00 3,00 

  m park2          

       2,00 3,00 3,00 3,00 4,50 

m cycle track 2          

       2,00 3,00 3,00 3,00 4,00 

m hard shoulder     2,50 2,50 2,50 2,00 

  m lanes  1,00 3,00 3,00 3,50 6,50 13,00 16,25 26,00 

m park 3          

pr
of

ile
 k

ey
 

m median strip     2,00 4,00 4,00 4,00 4,00 

Right half from median 
strip mirrored  

5,00 10,00 15,00 19,00 28,00 33,00 38,00 48,00 

  m total 10,00 20,00 30,00 40,00 60,00 70,00 80,00 100,00 

  m pavement 8,0 15,0 23,0 28,0 41,0 54,0 60,5 79,0 

Physical infrastructure         

m width between facades 10 20 30 40 60 70 80 100 

km/hour design velocity 10 30 50 70 90 110 130 150 

m minimum lane width 1,75 2,25 2,75 3,25 3,25 3,25 3,25 3,25 

  number of lanes 1 2 2 2 4 8 10 16 

Capacity (possible use)          

vehicles/h capacity per lane 500 1000 1500 2000 2000 2000 2000 2000 
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Class 1 2 3 4 5 6 7 8 
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 directly served area estate ensemble neigh-
bourhood 

district town conur-
bation 

region metropoli-
tan region 

m radius | mesh | crossing 
distance  

30 100 300 1000 3000 10000 30000 30000 

vehicles/hour capacity  500 2000 3000 4000 8000 16000 20000 32000 

vehicles/24 hour capacity 5000 20000 30000 40000 80000 160000 200000 320000 

           

Use | Intensity         

residential          

directly served inhabitants 10 100 1000 10000 100000 1000000 3000000 10000000 

car rides/inhabitant/day 2,00 2,00 2,00 1,00 0,20 0,10 0,05 0,02 

%surrounding infrastructure used 50% 50% 50% 50% 50% 50% 50% 50% 

light vehicles/24 hour intensity 20 200 2000 10000 20000 100000 150000 200000 

  cargo          
kg cargo/inhabitant per day 1,00 1,00 1,00 1,00 1,00 1,00 1,00 1,00 

  kg cargo/vehicle 10 100 1000 1000 1000 1000 1000 1000 

cargo vehicles/24 hour intensity 2 2 2 20 200 2000 6000 20000 

  service          
service visit/inhabitant/day 0,01 0,01 0,01 0,02 0,01 0,00 0,00 0,00 

  service vehicles/24 
hour intensity 

0,20 2,00 20 400 2000 2000 6000 20000 

  tota l         
vehicles/24 hour intensity 22 204 2022 10420 22200 104000 162000 240000 

vehicles/hour intensity  2 20 202 1042 2220 10400 16200 24000 

vehicles/hour peak intensity         

% use by car = intensity/capacity 0,4% 1,0% 7% 26% 28% 65% 81% 75% 

         

dB(A) noise on façadea 66 59 62 74 80 84 90 96 

% devaluation houseprice by noisea 10% 5% 7% 22% 34% 40% 48% 54% 

 

Fig. 543  Approximate characteristics of a road hierarchy as a model 
All assumptions of Fig. 543 are arbitrary and can be changed in the similar spreadsheet 
‘hierarchy.xls’.b This spreadsheet draws the adapted profiles as well. The text below explains the 
concepts. 

Spatial measures 
In Fig. 543 ‘m radius ’ is a nominal measure (read 300m and think ‘something between 100m and 
1000m’ or ‘neighbourhood’, with a diameter of approximately 600m) for the area involved. It applies 
the mesh width of the theoretical network as well, the distance between crossings of roads of the same 
level (turn distance). ‘Directly served inhabitants ’ is as elastic as the nominal radius (read 1000 
inhabitants and think ‘something between 100 and 10 000 inhabitants’). 
The ‘Profile key ’ gives a possible division of half the profile including the median strip, summarised 
without the median strip, supposing the other half is mirrored. So, the total distance between façades 
is two times half the profile. 

                                                      
a calculated according to SRM1 
b Downloadable from http://team.bk.tudelft.nl/Databases/Databases.htm > Wegprofielen maken met excel .xls 
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Traffic measures 
The ‘km/hour design velocity ’ shows which speed of cars is supposed determining the ‘minimum 
lane width ’ of the lanes out of which the roadway is composed. The ‘number of lanes ’ is determined 
by the expected number of cars per hour calculated in line ‘vehicles/hour intensity ’. 
The actual intensity is something else than the capacity, the maximum possible intensity without 
congestion, for example in peak hours. They are compared in the % use by car  = intensity/capacity. 
Above a certain percentage (60%?) you can expect congestion in peak hours. 

Non-residential traffic 
The light vehicles/24 hour intensity  is calculated here by multiplying the number of directly served 
inhabitants, the number of car rides/inhabitant per day and the %surrounding infrastructure  used as 
we did already on page 270 for residential and neighbourhood roads. There we mentioned already 
‘there are visitors as well’. In the neighbourhood it does not count so much, but on roads of higher 
level cargo transport and service traffic is more important. 
 
How to count that? Here we found a very simple, but perhaps not very reliable way. We estimate the 
kg cargo/inhabitant/day  and divide it by an estimated kg cargo/vehicle  to get the number of cargo 
vehicles/24 hour . In a comparable way the number of service visits/inhabitant  per day produces the 
service vehicles/24 hour intensity . Summing these lines produces the number of vehicles/24 hour 
intensity , which divided by 10 produces, vehicles/hour intensity . 

Noise 
The dB(A) noise on façade  depends on many things like intensity and distance to the façade. It is a 
rough estimate, but it determines % devaluation of house prices  by noise.a 

3.4.15 From a model back into a real city 
This chapter started by real measures of cars (Fig. 523), derived models about a hierarchy of roads 
with different capacity and intensity (induction from particular into general). We neglected many 
aspects of urban context. Now, we have to check how reliable these models are, knowing that reality 
always differs (deduction form general into particular). 

Deduction into a special case 
A complete survey should take more cases to check the theory. Here we take one case only and we 
do not check all assumptions (hypotheses). In Fig. 544 The urban area around Dordrecht, we find 6 
levels of roads. The resolution does not permit to see residential paths (1). But we see residential 
streets (2, white) , neighbourhood roads (3, yellow), district roads (4, same colour, but somewhat 
thicker), urban highways (5, purple), highways (6, red), regional highways (7, red and orange). We 
have drawn circles of nominally 3, 1 and 0.3km around parts we nowadays call city, district and 
neighbourhood. 

Deviation of predicted measures 
Let us start with Papendrecht. It has some clear squares of approximately 500x500m neighbourhood 
roads while our model states 300x300m. Should we adapt our model? 
 

                                                      
a It is calculated with a formula given in the thesis of Ruiter, E. P. J. (2004). The Great Canyon. Reclaiming land from urban 
traffic noise impact zones. (Zoetermeer) Peutz b.v. 
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Fig. 544 The urban area around Dordrechta 
 
Elsewhere (for example in the central part), there are smaller mesh widths (sometimes 100m). The 
model fits better the average. Moreover, we appointed: “read 300m and say ‘something between 100m 
and 1000m’ “. So, reality deviates within the appointed tolerance of the model. If our model fits the 
average, we can say: “Papendrecht has a relatively large mesh width for its neighbourhood roads”. 

Do we count the right hierarchy class? 
But perhaps there is more going on. Do some of the drawn residential streets have neighbourhood 
road characteristics? To decide that, we need to enlarge the detail (Fig. 545). No, the map is correct, 
all streets with the square of neighbourhood and district roads are approximately 20m wide from 
façade to façade, perfectly according to what we stated in Fig. 543. The neighbourhood roads fit the 
prediction to be some 30m wide as well. However, the district road is not 40m, but 50m wide. There 
are two possible reasons. 

Spatial context driven deviations 
There is something more to learn from Fig. 544 after all. We supposed there would be a district road 
every 1km, but in Papendrecht we see only one within a radius of 1km (diameter 2km). However, there 
is interference with the network of rivers clarifying why the second one is not realized. A second one 
here would not have enough use to legitimate the cost. The river limits its bearing surface. The model 
supposes a homogeneous topography while reality is heterogeneous. Nevertheless the density of 
district roads is low comparing to the model, so the remaining one needs more capacity. 

Superposition 
From Papendrecht we learn also that a district road appearing in a grid of neighbourhood roads can 
take over a neighbourhood function (superposition, we will discuss that in paragraph 3.4.4). That is 
another reason to increase its capacity and thereby its width. 
 

                                                      
a CDRom de nationale Stratengids van Nederland met kaarten van de Topografische Dienst te Emmen (Den Haag) Citydisc 
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Fig. 545 A Papendrecht detail Fig. 546 A central Dordrecht 
detail 

Fig. 547 Dordrecht some 350 
years agoa 

   
So, we keep the model for the time being, because it keeps us attentive on regularities in the existing 
urban tissue to be applied in urban design. 

The time-dependency of a model 
By the way, Fig. 545 and Fig. 546 illustrate how much surface can be occupied by non residential 
functions, as we stated in paragraph 3.4.13. Fig. 547 shows what we call a city changes in time.  
Holland’s oldest city in the 17th century (Dordrecht) and Amsterdam were very large that time but now 
we call their surface (R=1km) a district. All other cities in the Atlas of Blaeua from 1652 are even 
smaller. They had a radius R=300m (walking distance). That is what we now call a neighbourhood. On 
Bleaus maps you see closed urban islands everywhere with closed corners as well. The urban density 
was much higher than we are used to nowadays. One of the factors of decreased density is the 
mobility space we need for cars and their parking lots. The way the urban islands became open 
allotments in the 20th century is described by Castex and Panerai.b What would be the cause? 

                                                      
a Blaeu, J. (1652). Toonneel der Steden van Holland - Westvriesland - Utrecht. (Amsterdam) 
b Castex, J., J.-C. Panerai, et al., Eds. (1990). De rationele stad. Van bouwblok tot wooneenheid. Met een nawoord van Henk 
Engel. Teksten architectuur (Nijmegen) SUN. 
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3.4.16 Traffic surface 

Ensembles (R=100m) 
Fig. 548 and Fig. 549 show two allotments of 100 dwellings ( 225 inhabitants) in rows of 10 on 1.8 ha. 
So, there are  56 dwellings/ha and FSI= 56% while the floor space per two storey dwelling is 100m2. 
From total area 62% surface is for sale and 38% is public space including 1 parking place per dwelling 
and roadway pavement of 3.2m wide. 
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Fig. 548  100 dwellings along 
residential streets with parking in 

front of the house: 15% pavement, 
23% green area 

Fig. 549  Reduced pavement by 
residential paths, parking at 1 

minute walk: 10% pavement, 28% 
green area 

Fig. 550 Reduction of street 
pavement, increase of green 
area comparing Fig. 548 and 

Fig. 549a 
   
However, in Fig. 549 parking is concentrated at the boundaries. People have to walk 1 minute more 
than in Fig. 548 to reach their cars, partly living at residential paths, saving 1/3 of pavement!130 That 
reduces municipal costs (or ground prices and taxes for private persons) substantially. By doing so, 
there is 1/5 more green area (5% green of total area), resulting in a much greener look without cars. 
That area could become public green, but it can be sold as well reducing municipal costs again. 
The disadvantage is, you can not easily come close to your home with luggage, moving vans and 
other vehicles. And you can not see your car from your home. 
 

                                                      
a PPD-ZH(1970) 
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Neighbourhoods (R=300m) 
Multiplying a module like Fig. 549 by 8 around a centre, produces a neighbourhood of 1800 
inhabitants, enough for some facilities like a school (1ha black square in Fig. 551 to Fig. 553), 
playgrounds, some shops and enterprises or public facilities. By locating parking spaces at the 
boundaries of the ensembles, at daytime some residential parking space can be used by users of the 
facilities, avoiding extra facility parking space. 
 

   
   

Fig. 551  300m central road Fig. 552  1800m peripheral one 
way road substituting 600m 

residential street 

Fig. 553  900m peripheral road 
substituting 300m residential 

street, central parking 
   
A central neighbourhood road costs least pavement, but it divides the neighbourhood and the school in 
two parts (Fig. 551). A peripheral road costs much more road length, unless it is part of a grid used for 
adjacent neighbourhoods as well. A one way solution (Fig. 552) may half pavement and barrier effect 
but causes detours. A one sided peripheral road leaves the other side open to the field and causes 
long walking distances. Concentrated parking on neighbourhood level could mean a 10 minute walk to 
your car (Fig. 553).131 
However, these choices are often subordinate to the environment, mostly a district grid (Fig. 554). 

Districts (R=1km) 
Multiplying the module from Fig. 551 by 4 (7200 inhabitants) the surface fits in a 1x1km grid of district 
roads (40 wide), leaving open a 30m surrounding margin and a centre (Fig. 554) in each district 
quarter. That centre can be used for additional district green, facilities or housing (4ha black square), 
utilizing concentrated residential parking in day time. The grid permits to leave out 1200 m 
neighbourhood streets according to the model of Fig. 543, but asks 8x90=720m extra residential roads 
to give access to all ensembles.132 
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Fig. 554  A small district or district quarter Fig. 555 Same built-up area optically full or emptya 

  
Fig. 555 shows the optical principle of leaving the centre open, applied in Fig. 554 on the level of the 
quarter and on the level of its centre: the same surface left (4x6=24) gives a more spacious effect 
located in the periphery (6x8-4x6=24 as well: the ‘Tummers-De Bruin effect’). A positive side-effect is 
better accessibility of the built-up area. On an even smaller scale Fig. 554 shows another principle of 
central squares: do not make an X-crossing, give access roads along the square a view on larger 
buildings (here schools). Berlage designing the Mercator square in Amsterdam called it the ‘turbine 
principle’.133 The resulting T-crossings refer to Camillo Sitte as cited before (Fig. 508). 
 

                                                      
a Tummers, L. J. M. and J. M. Tummers-Zuurmond (1997). Het land in de stad; de stedebouw van de grote agglomeratie. 
(Bussum) THOTH. 
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Network types on differrent levels of scale 

 
 

    
R=1km R=3km R=10km R=0.1-10km 

Fig. 556 Shortest path Fig. 557 Radial Fig. 558 Stops Fig. 559 Grid 
for pedestrians for the market for public transport for car(riages) 

Neighbourhoods in a distict 

The hexagonal grid proposed by the American traffic expert Buchanan (1963)a 134, Fig. 560 produces 
neighbourhoods of R=300m suitable in a grid of R=1000m. 
 

 
 

Fig. 560 The Buchanan grid put in a square 2x2km 
 

 

                                                      
a Buchanan, C. (1963). Traffic in Towns. The specially shortened edition of the Buchanan report. (Harmondsworth, Middlesex, 
England) Penguin Books. 
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Ensembles in a conurbarion 

Fig. 554 showed how a regular grid of district roads and neighbour streets solves some problems 
arising if you look at an isolated neighbourhood only.135 The most famous urban grid is built in 
Barcelona, designed by Cerdà (1867).a He designed urban islands in squares of normally 133x133m 
(Fig. 561).136 
 
A neighbourhood contained 25 islands (R=300m!) with bevelled 16m high building blocks making 
small squares on all crossings (Fig. 562).137 The islands are enclosed by residential streets of 20m 
wide (Fig. 563), neighbourhoods by neighbourhood roads of 30m wide (Fig. 564), district (4 
neighbourhoods) by district roads of 50m wide with a large median strip (Fig. 565).138 A district had a 
market. 
 

     
Fig. 561 Plan Cerdà (1867)  in Barcelona Fig. 562 A Cerdà neighbourhood 

   
   

Fig. 563 Streets 20m  Fig. 564 Roads 30m Fig. 565 District roads 50m wide 
   

District quarters 

Bach (2006) sums up the advantages of a rectangular grid concerning its flexibility giving next 
examples here all drawn at the same scale in a square of 1x1km.139 
 

   
Fig. 566 Making a short cut as 

long as the detour 
Fig. 567 Easily providing a 

centre 
Fig. 568 Easily diminishing 

access crossings 

                                                      
a Cerdà (1867) Teoria General de la urbanizacion y aplicacion de sus principios y doctrinas e la reforma y ensanche de 
Barcelona, see also for Dutch readers http://odin.let.rug.nl/~kastud/barca/c/inl.html  
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Fig. 569 Easily introducing one 

way traffic 
Fig. 570 Easily giving way to 

other networks like cycle paths 
Fig. 571 Easily accepting 

ongoing green lines 

   
Fig. 572 Exceptions draw special 

attention 
Fig. 573 Easy hinging to other 

grids 
Fig. 574 Crooked grids keep 

easy orientation 

 
 

Fig. 575 A grid makes appointments like Dutch Duurzaam Veilig easy to explaina 
   
As discussed on page 251 by thought experiment, the content of a crooked grid (Fig. 574) is less than 
a rectangular one, while its outline is the same as the square. So, it will cost more pavement per 
inhabitant.. 

                                                      
a Bach … 
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From radial into orthogonal in time 

According to Fig. 496 by increasing through traffic towns changed from a spider into a fly in the 
regional web.140 
 

 
 

  
Fig. 576 Utrecht from radials in 1866 …a Fig. 577 via tangents into a large-scale gridb 

  

Regional networks within a national network 

 
 

R=30km R=100km 
Fig. 578 Regional networks Fig. 579 National networks 

  
 

                                                      
a Provincie Utrecht (1866) 
b CityDisc (2001) Stratengids (Den Haag) CDrom 
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National networks within an international context 

 
R=300km R=1000km 

Fig. 580 Fluvial networks Fig. 581 Continental networks 
  

Slow traffic and public transport 
The pedestrian is the basal connector of urban life and all other kinds of its traffic. Not taking care for 
the pedestrian fragments the residential area, the neighbourhood, the district and the town. It 
increases casualties promoting the car and these processes strengthen each other. So, care for the 
pedestrian is the core of urban design. That (p)art of urban design is discussed thoroughly by Bach 
(2006).141 So, in this chapter we only summarize some highlights from his work. The cycle increases 
the velocity reached by human power in flat countries, extending what we call slow traffic, elongating 
its tracks. 

Pedestrians 

  
R=300m R=300m 

Fig. 582 Reichow: car first Fig. 583 Runcorn: pedestrian first 
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Fig. 584 Cars dividing a neighbourhood Fig. 585 Traffic calming 
  
 

Cyclists 

Cyclists and pedestrians take the shortest way. 
So, they introduce radial lines and new crossings in car oriented grids that force detours.142 
 

 
 

Fig. 586 Radial with a minimum of crossings 
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Busses 

At the beginning of the twentieth century the lay-out strategy of public transport lines by busses 
changed from collecting travellers (Fig. 587) into connecting travellers (Fig. 588).143 
 

 
  

Fig. 587 Collecting travellers Fig. 588 Connecting travellers 
  

Bus stations 
There are two principally different types of bus stations: island type (Fig. 589) and herringbone type 
(Fig. 590). 
 

  
  

Fig. 589 An island type of central bus station Fig. 590 A herringbone type of central bus station 
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Bus stops 

 
 

Fig. 591 Bachs (2006) bus stop concerning passengers’ demands 
 
 

  
  

Fig. 592 An artists’ bus stop Fig. 593 A Curitiba bus stop 
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Tramways and metro 

  
 bus  tram  fast tram  (semi)metro  NS-sprinter  

min. 0.0 0.0 0.0 0.0 0.0 
km radius served area 0.3  0.3 0.5 0.6 0.8 

max. 0.4 0.4 0.6 0.8 1.0 
min. 0.3 0.3 0.4 0.7 1.5 

km stop distance 0.4  0.4 0.6 1.1 1.8 
max. 0.5 0.5 0.7 1.4 2.0 
min. 12 12 18 30 40 

km/h velocity 16  16 22 35 45 
max. 20 20 25 40 50 
min. 2 2 4 5 7 

km average ride 4  4 7 10 14 
max. 6 6 10 14 20 

minutes ride 15  15 20 16 18 
stops per ride 10  10 13 9 8 

min. 1000 1667 3333 8000 13333 
passengers per hour 2000  3333 6667 16000 26667 

max. 3000 5000 10000 24000 40000 
passengers per stop 200  333 524 1768 3457 

      
Fig. 594 Some characteristics of urban public transport144 

      
Light rail combines all velocities.145 
 
From Fig. 594 you can draw pictures like Fig. 595. 
 

0,0

0,5

1,0

1,5

2,0

0,0 0,5 1,0 1,5 2,0 2,5 3,0 3,5 4,0 4,5 5,0 5,5 6,0 km
 

 
Fig. 595 A metro from Fig. 594with 0.6km radius of served area around a stop and 1.1km stop 

distance  
 

Supposed you know the line length of Fig. 595 (for example 10km), you can calculate the number of 

stops (9+1) and the km2 served area (10πR2 minus overlaps) of all stops together. Supposed you 
know the number of served inhabitants per hectare (100) and the %inhabitants expected to use metro 
(14%, see Fig. 594) you can calculate the number of passengers per day (15144, Fig. 596). That will 
determine whether the line is exploitable or not.146 
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km line length 10 
distance between stops 1.1 
number of stops (9+1) 10 
km² served area 11 

inh. / 
dwelling 

dwellings/
ha 

m2 Floor 
Space 

/dwelling 

%FS 
(100%· 

FSI) 

inh./ha 100 for example: 2,3 43 100 43%
number of served inhabitants 110195     
14% passengers per day 15144     
     

Fig. 596 Calculating the profit of the metro line from Fig. 595 
     

Railway-stations 

  

 
 

  
Fig. 597 A railway station accessible for cyclists, 

pedestrians and busses 
Fig. 598 A railway station for cars based on inner 

and outer turning circles of busses and cars 
  

 
  

Fig. 599 Approaching the railway station 
according to Bach (2006) 

Fig. 600 Approaching the railway station according 
to Calthorpe  

  

3.4.17 Harbours P.M. 
Airports 
Seaports 
Inland ports 
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3.5 Other networks: cables and ducts 
Increasing use of urban subsoil 
Urban development plans are increasingly determined by the urban subsoil.  
Problems and requirements associated with groundwater and load bearing capacity can be solved 
technically (see chapter Error! Reference source not found.  Error! Reference source not found. , 
page Error! Bookmark not defined. ). 
In addition, the installation of cables, ducts and drains requires more and more space under the built-
up area. As a result, ever stricter requirements have to be met with respect to the relative position of 
drains, cables and ducts. And don’t forget underground storage space, for example for the disposal of 
glass, paper and other recyclable materials from containers placed in groups in the city. This often 
makes it difficult to find or make underground space, no matter how much we would like to get rid of 
these ugly containers by placing them underground. 

Additional aboveground facilities 
This chapter does not only take a closer look at on the use of underground space in urban areas, but 
also at space for beam transmitters and other forms of overhead and underground infrastructure.  
The branch points and transitions from regional networks to urban networks also play an important 
part in urban development. Take for example the transition from overhead high-voltage transmission 
lines via transformers to an underground electricity distribution network. On the other hand a region 
may have ducts that do not occur in the urban landscape, yet are important for the city. 

Regional ducts 
On a regional level, ducts generally have a different effect on the use of topsoil than in towns, such as 
large underground water and gas distribution pipes and underground conveyor pipelines from dock 
areas to users, for example oil pipelines to the Ruhr region and Antwerp. On a regional scale, 
however, electricity cables that are underground in cities are aboveground in rural areas, such as the 
many high-voltage transmission lines across the Netherlands. 
Although the spatial use of ducts on a regional scale means fewer restrictions on land use in urban 
areas, careful consideration must be given to the installation of pipes in the countryside. The ducts and 
cables in the transition zones from rural to urban areas restrict urban land use and urban 
developments. Consideration must also be given go maintenance of infrastructure in the country side. 

Tunnels 
In addition to pipes and ducts, more and more tunnels are being constructed, such as road tunnels 
and rail tunnels under waterways and rail tunnels to preserve the landscape. Examples that illlustrate 
the state of art in 2001 are the Rotterdam rail tunnel under the Nieuwe Waterweg, the Betuwe railway 
line for goods transport (under construction), and the high-speed rail link through the “Green Heart” 
(also under construction) of the Randstad. 

Archaeological artefacts 
This chapter elaborates on the different pipelines and their restrictions and limitations. 
The installation of underground drains and ducts obviously involves much earth moving. As of 2002, 
statutory investigations must be carried out into the presence of archaeological artefacts and traces 
prior to commencement of building activities. Construction companies have a duty to report and to 
conserve archeological finds. The decision to start digging depends on the importance of the 
archeological find, as specified under the Malta Convention (1999). This convention has been 
implemented in the Nederlandse monumentenwet (Monuments and Historic Buildings Act)a 
An archaeological survey was carried out as a pilot project prior to the construction of the Betuwe 
railway line. During the archaeological survey, important finds were made, from both prehistory and 
later eras. The finds included the oldest skeleton ever found of a woman (Treintje) in the Netherlands, 
and finds related to fishing such as a prehistoric boat, fishing nets and fishing gear, as well as 
Medieval houses and farms.  

                                                      
a The legal side of this Historic Buildings Act is specified in the Stedenbouwrecht (laws governing urban development). 
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Types of ducts and cables 
This chapter does not aim at giving a complete list of all ducts and cables that occur on a regional 
scale. The emphasis is on large distribution networks for gas, electricity and water, as well as 
telephone networks, data networks, optical fibre networks and pipes to transport raw materials from  
harbours to processing plants including those in Germany and Belgium. 
There are also underground discharge pipes such as sewerage pipes and sewage pressure pipelines. 
Not all ducts in outlying areas are run underground. High-voltage transmission lines are a good 
example of overhead use of cables. 
 
In order to supplement drinking water supplies in the densely populated western part of the 
Netherlands, water from the rivers Rhine and Meuse are pumped to dune areas through pipes. In the 
dunes the water is filtered and purified into drinking water, and distributed to consumers. 
All these ducts and cables have their own requirements for installation which must be met by the 
surrounding area and the subsoil. This not only concerns subsoil conditions and groundwater, but also 
topsoil conditions related to land use. 
Fig. 602 shows the position of cables and ducts in a street profile outside the built-uparea in 
accordance with the Nederlands Normalisatie Instituut  (Netherlands Standardisation Institute). 

Space taken up by cables and pipes. 
It seems harmless and easy to place obstacles such as ducts and cables underground whenever 
possible, and from an aesthetic point of view even desirable . Furthermore, underground cables and 
ducts do not have a dividing and / or barricading effect on the surrounding area as topsoil  distribution 
networks. 
Underground installation of cables and ducts, however, has implications for the land above which is 
kept open (not developed) for maintenance and management purposes. In addition, shrubs and  trees 
are not allowed, as deep roots will affect the ducts and cables. Tree roots, for example, could 
penetrate sewage drains, causing blockages or subsidence of the soil. Moreover, ducts, cables and 
drains are not easily reachted and dug up in areas covered with trees, hedges and plants. Depending 
on the type of cable or duct, a strip of land is reserved on either side which can vary from 1m to 50m. 

Risks and costs 
The risk of transported material exploding and a standstill of underground transport also plays a role in 
the decision to keep topsoil free from obstacles.  
Sometimes the price tag put on underground pipework is a determining factor in the decision-making 
process. Think for example of the laying of pipework in subsoil with less load-bearing capacity. Many 
main sewage drains are supported by piles. 
With respect to electricity networks, risk consideration and possible loss of power through conduction 
are reasons to choose for overhead transport in the countryside across greater distances.  
In summary, we can state that extensions, maintenance and management, repairs to cracks and the 
clearing of blockages in overhead cables and overground pipes are less costly, and that risks of 
transport are reduced . 
 
In view of these considerations, pipes and cables are laid in open areas as much as possible.  The 
Netherlands Standardization Institute has drawn up standards, the NEN standarda for alignment, 
occupied space, depth and distance between ducts and cables. 
 

                                                      
a NEN normen zijn te vinden in de zogenaamde normbladen uitgegeven door het Nederlands Normalisatie Instituut. 
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Fig. 601 NEN 1738a 
 

 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 27 



WATER, NETWORKS AND CROSSINGS    OTHER NETWORKS: CABLES AND DUCTS    HARBOURS P.M. 
 

Sun wind water earth life living; legends for design 292 

 

 

 
W.A. Segeren and H. Hengeveld (1991) p. 273 

Fig. 602 Position of pipes and cables outside built-up areas  
 

 
Bundling of pipes not only prevents fragmentation of space and needless use of space, but also 
reduces the barricading  effect within the area. 
It is recommended to check new development sites on existing underground ducts and cable and their 
alignment. Information is available from the provincial authorities. 
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3.5.1 The electricity network  
We assume that there will be no changes to the power supply via electricity networks in the 
foreseeable future. 

Avoiding losses by high voltage  
A distinction is made between high-voltage grids with high kilowatt voltages and low-voltage urban 
distribution networks (220 V). 
High-voltage transmission lines have stress levels of 380 kV, 220 kV, 150 kV and 110 kV.  
The mains voltage is driven up as high as possible, as high current intensity causes heat loss.   
After all: power (watt) = current intensity (ampere)  X voltage (volt) 
High-voltage transmission lines form an overhead distribution network in the countryside. High voltage 
is transformed to medium voltage, usually 10kV, in substations that work as distribution centres for 
urban and industrial areas. In residential areas, the medium voltage in the transformer station is 
coverted to low voltage (220 V).  

High-voltage cables aboveground 
In principle, high-voltage grids are aboveground. Areas under high-voltage cables must be kept free of 
obstacles in connection with swing length of possible break in a cable. This means that building is not 
allowed under high-voltage lines in areas exceeding 100m. In other words, a land strip of 50m on 
either side of the high voltage lines must be kept free of permanent obstacles. For further information 
on the width of a strip of land, see the relevant NEN standards.  High-growing vegetation is not 
allowed either; temporary use of land is allowed for recreational and agricultural purposes and for 
nature reserves. Apart from the recreational use of land, such as parks or nature reserves, waterways 
and roads may cross the strip of land below the high-voltage transmission line. 
Safety measures prohibit construction under high-voltage transmission lines. People’s health must 
also be taken into consideration. Health aspects primarily concern the problems caused the magnetic 
fields surrounding high-voltage cables. Another health risk is a higher concentration of copper in areas 
with high-voltage cable lines. Further research into health risks is recommended. 

High-voltage cables underground 
High-voltage transmission lines are only laid underground if no other solution can be found. The main 
reason for overhead construction is the loss of power underground because the conductor, the oil 
insulating layer used as a dielectric, and the earthed cable covering form a condenser, which has a 
disruptive effect on the phase and causes energy loss in frequently wet soil; air is a better insulator. 

Interconnected regional networks 
The national electricity network is divided into interconnected regions, allowing instant deployment of 
another network in the event of cuts and peak loads. 
The Netherlands additionally uses electricity from the international European network. For example, 
during times of massive use of electricity mainly in winter, it comes from the Alpine regions 
(hydroelectric power stations). Conversely, at low-peak times, the Netherlands supply electricity to the 
Alpine regions by pumping up the water to help bring to level the storage reservoirs in those regions. 
Coal or gas-powered plants must always run at a minimum capacity to keep them on stand-by and for 
technical reasons. Excess capacity can be used to supply other regions in Europe. 

Design considerations for the construction of an el ectricity network 
In the Netherlands, high-voltage transmission lines usually terminate at urban boundaries. Via 
substations, distribution substations and transformers, electricity reaches the meter cupboard in our 
homes. 

Comment [T.M.de8]: P.M. 
zones voor uitzwaailengte bij 
breuk. 
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Fig. 603 The electricity networka 
 

Design problems can be considered from two angles: 
• alignment of new high-voltage transmission lines, and of sites for linking stations and power plants; 
• changes to land use for areas around and under existing high-voltage lines 

Alignment 
Alignments of new pipes must satisfy the abovementioned NEN standards, and take into account 
future land use and/or land reservation. Adjustments over time are made only in exceptional 
circumstances. Cost is a key factor in this respect, as are stagnation of transport and possible risks. 

Changes to land use  
Changes to land use obviously involve major adjustments when an extension of an urban area is 
concerned. The narrow elongated strips of land beneath high-voltage lines make it difficult to fit in a 
new residential area. 
 
In connection with safety and health aspects high-voltage lines often determine the boundary lines of 
an urban extension.  
• One possibility is to leave the land under high-voltage lines unbuilt. Temporary land use may be 

allocated for recreational facilities, unorganised sports events etc. 
• A last solution would be to lay the high-voltage cables underground. Compared with overhead 

installation, the costs of placing them underground is significantly higher. In addition, there will be 
considerable loss of power and increased maintenance costs. Although there can be no 
development on the strip, it can be allocated for recreational use. Road construction is allowed, 
provided that ducts and cables are not “covered” by obstacles. This usually means that pipework 
and cables are laid in a public green zone, for the alignment area needs to be kept open for safety 
reasons and maintenance work. 

• A final option is the construction of a distribution substation with transformers, from where 
underground pipes form the distribution networks. Bear in mind that when you select a location for 
a distribution substation, the switche and compressed air in transformers make them quite noisy. 

3.5.2 The gas network 
The Netherlands has a national gas network ever since the discovery of natural gas in exploitable 
quantities. The network is connected to the natural gas extraction in Groningen and the North Sea.  
One network runs from Groningen and one from Noord Holland, from the pipeline landfall for extraction 
in the North Sea. Naturally the two networks are interconnected. 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 267 
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Urban gas used to be produced from coal. This production was connected to local gas plants and had 
an urban distribution network. The networks were interconnected to avert calamities in supply and to 
provide additional gas at peak times. Most rural areas were not connected to a natural gas network. 
People used bottled gas (butane gas) to cook, while homes were heated with domestic fuel oil or coal. 
 
Like the electricity network, the natural gas network has a distribution system. Gas pressure in rural 
areas is higher than in towns and cities. In distribution substations at a lower level the gas pressure of 
40 bar in the national network is brought down to 25 bar for house service pipes. 

Technical Design considerations of the gas distribu tion network. 
The rural natural gas distribution network runs entirely underground. The same restrictions are placed 
on them as on the national electricity network with regard to obstacles to facilitate maintenance, 
management and safety, think of the risk of explosions underground. 
 

 
 

Fig. 604 The gas networka 
 

In other words, strips of land with underground pipework must be free of obstacles - buildings and 
high-growing vegetation. Tree roots can also cause maintenance and connection problems. The width 
of the strips is significantly narrower than that of the electricity network, it is approximately 10-20 
metres (see applicable NEN standards). 

3.5.3 Water pipes  
Due to the water shortage in a number of water extraction areasb water is brought from elsewhere to 
relieve the shortage in these areas. To supply the western part of the Netherlands with drinking-water, 
large pipes have been laid from the Rhine to the dunes where the water is infiltrated and purified. 
There are also water pipes leading from the Biesbos storage reservoirs to water treatment plants in 
urban conurbations, such as Rotterdam and surroundings. In addition, water extraction areas should 
also be free of pollution and polluting activities. 
The network of water treatment plants to residential areas has a comparable branch system with one 
or more water mains to supply towns and villages, which branches off at the district and residential 
levels. To ensure a more reliable supply of water in districts, the pipes are installed in a ring structure. 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 266 
b Groundwater is extracted from  water-catchment areas through pumping, and used as drinking water following purification.  
Water-catchment areas are protected against infiltration of contaminating substances such as fertilizers, petrol, etc. As a result, 
these areas are not suitable for all purposes. 
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Design considerations for installing rural water pi pes. 
From a design point of view, the maximum space occupied by rural distribution pipes is at most ten 
metres, while urban distribution pipes take up less space. Space usage depends on provincial and 
local acts. 

 

 
 

Fig. 605 Drinking-water networka 
 

In general, pipes in rural areas are connected to the road network. Vegetation is not desired in view of 
maintenance purposes. Furthermore, the mains can be affected by roots.  The distribution network 
must be covered by a layer of soil of at least 90 cm, which has to do with the frost limit. In the 
Netherlands, the fire brigade uses of drinking water to extinguish fires.  

3.5.4 Pressure pipelines for sewage water 
Wastewater purification plants are usually located in the country. Contaminated water and wastewater 
is transported through pressure pipelines from the urban areas to water treatment plants. These plants 
usually have a collection and purification function for a particular region. From the wastewater 
treatment plants pressure pipelines run to the sea and the big rivers to discharge the purified 
wastewater. In other cases, purified water is immediately discharged into the storage basin.b 
Pressure pipelines for sewage water are subject to the same standards that apply to the use of the 
space above the pipelines. Pipe dimensions depend on the amount of sewage water that passes 
through them. The option of installing two adjacent narrower drains, in case of reduced discharging 
capacity is required due to a change in supply, is underused.  

Technical considerations for installing pressure pi pelines. 
Here too, standards apply to pipe maintenance and the prevention of pipeline breakage. NEN 
standards have been drawn up, sometimes supplemented by local acts.  
The space above pressure pipelines is subject to the same design requirements and restrictions 
concerning use and vegetation as water pipelines. A problem is also caused by the weight of the 
pipes. Appropriate measures must be taken with respect to soils with less bearing capacity to prevent 
subsidence of the pipe system. This explains why many sewage systems supported by piles. 

3.5.5 The telephone network 
Almost the whole telephone network runs underground. Special NEN standards apply to the 
installation of this network. Per region, the structure of the telephone network consists of an 
underground cable running from a house to the central exchange, and from there to an underground 
connection with the nodal point. From the nodal point, a connection is established via beam 
transmitters to nodal points in other areas. 

                                                      
a Segeren and Hengeveld 1984 p. 269 
b A storage basin is a system of lakes, channels and ditches, where water from lower-down areas is spread out (lifted) and 
temporarily stored prior to being spread out to outward waters (sea and rivers in direct contact with the sea). 
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In addition to this underground network, there is also an aboveground network of beam transmitters. 
These beam transmitters are placed on tall buildings while the transmission paths must be kept free 
from high-rise. 
Current developments in mobile telephone and other connection technologies will certainly influence 
the spatial use of beam transmitters. A network of lower-scale beam transmitters, masts and receivers 
has also been developed for the mobile telephone market. Research has shown that this development 
might be pose health problems.  
Developments in telephone satellite connections are bound to play a prominent role in the future. 

 

 
 

Fig. 606 Telephone networka 
 

3.5.6 Radio and television transmitters 
In the Netherlands, physical space is also used for transmitting radio and television signals via 
transmission masts which transmit signals to receivers or aerials. Obstacles can cause interference or 
distortion. 
 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 268 
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Fig. 607 Central antenna installationa 
 

In urban areas, cable networks transmit these signals. The increased use of satellite connections will 
also result in changes to spatial use. 

3.5.7 Network for the transport of raw materials 
Underground and overhead pipes are increasingly used to transport raw materials from ports, sea 
ports or otherwise, to industrial areas. Depending on the materials to be transported, a number of 
restrictions must be observed. These cover safety measures for the surrounding area, such as 
buildings and roads, and for transport, for example pressure in gaseous substances, solution / dilution 
in liquids, suspension etc. Certain substances also carry a risk of explosion: berthing can give static 
electricity,  causing devastating fires, such as oil fires in sea ports. 
In general, these pipes connect the port, the unloading quay,  to processing plants. Although such 
pipes primarily run overhead, we can also identify many, and longer, underground pipes, connecting 
the port of Rotterdam to the Ruhr region and the port of Antwerp for instance. Materials, transported 
through these underground pipes range from oil products to semi-finished products for industry; this 
includes secret military pipelines. 
The Netherlands has also installed pipes from oil platforms in the North Sea to transport oil products 
such as gas and oil to processing plants and distribution companies. 
In the Netherlands, approximately 20% of raw materials are transported underground through 
pipelines. 

Design considerations of installing pipes for the t ransport of raw materials. 
In terms of design, the use of space and corresponding restrictions governing pipelines is comparable 
to those of the gas network. However,  depending on the material to be transported, additional 
measures are required. 
With regard to the load bearing capacity of the soil, arrangements must be made to prevent sagging 
and fractures        . 

3.5.8 Tunnels 
Tunnels constitute a special group of pipes. 
The best-known tunnels in the Netherlands run under waterways, and are designed for motorised 
traffic. The oldest tunnel, the Maastunnel in Rotterdam, dates from before the Second World War.  
Amsterdam has several urban tunnels below the IJ, which connect new districts such as IJburg and 
Amsterdam Noord with the town centre. 

                                                      
a Segeren and Hengeveld 1984 p. 268 
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A recent development is the construction of tunnels for rail transport. The first one to run beneath a 
waterway was constructed in Rotterdam, and is a relatively short tunnel. The Schiphol tunnel, which 
was constructed beneath runways and the airport hall, is another example of a short tunnel. Both train 
tunnels have underground stations which require a number of additional safety measures. More recent 
plans include the construction of a tunnel with a railway link for goods transport between Rotterdam 
and the Ruhr region, and a tunnel for the high-speed railway link (HSL) below the Groene Hart region. 
These underground tunnels cover long distances. In principle, the goods transport railway tunnel 
requires no ventilation, provided transport is run automatically. On the other hand the HSL tunnel will 
need to be equipped with ventilation and escape routes. 
 
These tunnels are constructed for a variety of reasons, such as nature conservation, reduction of noise 
pollution, fragmentation of the landscape, visual considerations etc. 
 
Research has to be carried out into the construction of these tunnels with respect to location and 
method of construction, and safety of the load carried, both passengers and raw materials. Think of 
the fires in the Mont Blanc tunnel between France and Italy in 1999 and in 2005, the Tauern tunnel in 
Austria (2000) and the Gotthard tunnel in Switzerland (2001).  
 
Underground metro networks are currently being constructed in Amsterdam and Rotterdam. In 
general, these underground systems are subject to the same standards as tunnels. Construction under 
existing buildings and tunnels in particular will necessitate specific demands as to construction and 
use. Metro systems must also have adequate escape routes. 
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Fig. 608 Tunnelsa 
 

There are a number of risk factors 
for tunnels, such as: 
• risks arising from soil 

conditions  
• risks arising from  method and 

construction itself and 
construction material, for 
example the choice between 
one or two separate tunnel 
tubes with one-way traffic, or 
one tube for freight transport 
and another for carrying 
passengers, or as in the 
Channel Tunnel which uses 
‘car trains’ and ‘lorry trains’ 

• risks arising from how the 
tunnel is used (calamities!); the 
reliability of train, lorries and 
cars and the type of products 
to be carried. Human errors in 
the construction and the 
breaking of traffic rules cannot 
be ruled out. Management and 
maintenance of  these 
tunnelsmust be carefully 
monitored. 

 
Needless to say, use of space 
depends on tunnel size and 
length. In principle, few 
restrictions apply to the use of 
space above tunnels. 

3.5.9 Urban scale 

Differences compared with regional scale  
In rural areas, electric cables run overhead.  In urban areas in the Netherlands they disappear  under 
the ground,  after high-voltage is transformed to a medium voltage of 50KV or 10KV. At district level, 
voltage is decreased once more via a transformer kiosk to 380V (industrial voltage) and 220V 
(domestic voltage). Transformer noise is caused by switching and compressed air. 
In urban areas, gas pipe pressure is adjusted to domestic pressure. This takes place in distribution 
stations, from where the gas is distributed across a town via underground pipes. 
Drinking water is distributed across urban areas via underground pipes. 
The sewerage system is treated on page 304, the drainage system on page 304. 
The installation of the pipe network of water, gas and sewers has some restrictions. It is obvious that 
the curves that the tubes make are determined by the flexibility of tubes. The sewage network also 
needs a fall in order to bring waste from the collecting point to the treatment plant by pumping or under 
pressure. 

Underground conveyor pipelines 
Underground conveyor pipelines for materials transported from harbour areas also play a role in urban 
areas. These pipelines are often bundled in pipe alleys, for which space has been allocated or 
reserved through decisions at national level. On an urban scale, the layout of this space must meet 

                                                      
a Standaardgidsen (1999) 
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requirements with regard to safety, accessibility and repair work. In general, this implies that the pipes 
are installed in public green strips, or incorporated in larger park areas.  

Underground transport tunnels 
Underground transport tunnels such as metro lines, tram tunnels and car tunnels play an important 
role in the use of urban areas. Decisions on transport and construction have a major impact on the 
urban area. Similarly, underground parking garages have a major impact on urban development. Such 
spaces will need to be designated or combined with the construction of intensively used buildings, 
such as shopping centres, large apartment buildings and offices. 
New developments with respect to the construction of underground bus stations also require space, 
and will need to be a point of discussion in  the planning process. The same applies to underground 
distribution centres. 

Underground storage 
On an urban scale, decisions are also taken with regard to small-scale underground material storage, 
such as the storage of glass, paper and other small-scale domestic waste that is not collected from 
door-to-door. This underground storage takes up considerable space, and is often difficult to fit in into 
existing street profiles because of the high density of underground cables, pipes, wires and drains. The 
containers must be safely reached by users and therefor not be installed just anywhere in a 
neighbourhood. 

The installation of cables and pipes as part of pre paring a site for habitation 
With regard to planning and constrcution of a new district, the installation of cables and pipes forms 
part of the process of preparing a site for habitation. The advantage is that it minimises the risk of 
damage caused by other construction activities. Building activities, however, require their own power 
and water supply. In effect, this means that these pipes and cables are installed in combination with 
provisional supply roads prior to the commencement of building activities. 
The overall installation of cables and pipes in a new district usually begins with the construction of 
sewage systems and district heating pipes. 
Immediately after completion of the buildings, house service pipes for sewerage and district heating 
are installed, and the other cables and pipes including connections put in place. Approximately 6 to 13 
weeks prior to completion, local municipalities give permission for the installation of underground 
infrastructures. Negotiations have meanwhile taken place concerning the municipal green areas, as 
pipes and cables are often located in green zones. 

A public works time schedule of the city of Rotterd am 
An example of a public works time schedule of the city of Rotterdam is given below: 
• No later than 4½ months before completion, plans for making the site “liveable” have to be 

available. These include specifications and shop drawings of the utilities, which are made once the 
schemes with the road layout and the green areas are completed.  

• Public tendering. This procedure can take up to 6 to 8 weeks. 
• Branch pipes are installed 8 weeks before completion. 
• Seven weeks before completion, drinking water pipework is installed for legal tests, which may take 

some time. 
• Six to five weeks before completion, the utilities companies can connect up gas pipes and electric 

cables. Installation of house service connections can commence. Provisional supply pipes are 
converted to fit the distribution network, or removed. 

• Four weeks before completion, house service connections are completed, and telephone and 
central antenna systems installed. 

• The remaining 2 to 3 weeks are used to install discharges and fnish paving. 

Main system in the street profile 
Distribution networks are planned for urban and rural areas. They include water, gas and electricity, as 
well as cable networks for telephone and audio-visual appliances including computer networks. 
Computer cables are primarily fibre optic cables rather than the well-known copper wires.  
The choice of district heating with corresponding pipes system is also made on this scale and fitted 
into the street profile. And don’t forget the wastewater discharge system and the sewage system either 
as a stand-alone or as a combined system.  
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Fig. 609 District heating networka 
 

Use of space and relative position 
The use of space, the relative position and safety measures of the different networks are laid down in 
municipal regulations. Although these may differ in terms of depth and pipe combination, the 
regulations share similar principles. These regulations are available from the local municipality, as are 
maps containing information on the position of cables and pipes in the street profiles at district and 
urban level. Most municipalities can provide these maps in digital format. Please note however, that 
these maps do not specify all pipes, and that not all pipes are registered. This is particularly the case 
for computer network cables. These have often been installed without specific permits, and are 
therefore not included on plan drawings. This means most cables cannot be marked out. These 
networks are usually found at a shallow depth (± 30cm below ground level). Fig. 610 shows the 
location of cables and pipes in a street profile of a built-up area as laid down by NEN standards. 

Empty shells and combinations 
A number of municipalities have begun constructing networks using empty cables (‘empty shells’), 
which will be use at a future date. The advantage of this method is that streets need not be broken up 
to install new networks. Another recent development concerns the combination of networks. In 
Amsterdam, for example, experiments are carried out by installing fibre optic cables in sewage drains.  
In addition, areas with high groundwater levels need a drainage system. This system consists of 
canals and ponds, and a closed underground drainage system to collect surplus groundwater, storing 
it for shorter or longer periods before discharging it. 
 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 270 
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Fig. 610 NEN 1739a 
 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 274 
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Fig. 611 Location of cables and pipes in built-up areasa 
 

 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 275 



WATER, NETWORKS AND CROSSINGS    OTHER NETWORKS: CABLES AND DUCTS    URBAN SCALE 
 

Sun wind water earth life living; legends for design 305 

Drainage 
In the first place, drainage systems are meant to make development sites suitable for the construction 
of houses, and the maintenance of the area in question, i.e. site management. Drainage systems are 
designed to keep the ground-water table in built-up areas at an appropriate level to prevent water 
problems with foundations, cellars and pipes, on the other hand these systems are designed to 
discharge surplus ground water. The groundwater table is artificially kept at a predetermined level by 
the municipality using pumping stations. 

Depth 
The minimal depth ranges from several decimetres to approximately 80 cm below ground level. Depth 
is depends on existing foundations and pipes. Areas with wooden piles foundations, for example, have 
a different groudwater level: wooden piles must remain submerged to avoid rotting. In later urban 
areas, however, concrete and other types of foundation are used which are not affected by 
groundwater. The climate also determines the depth of the groundwater level in urban areas. In times 
of severe frost, ground saturated with water can freeze to approx. 80 cm below ground level. The 
frozen ground can cause pipes to burst and holes in the asphalt road surface. In the Netherlands, 
pipes are therefore always installed deeper than 80 cm below ground level. 

Rainwater 
In addition to discharging surplus groundwater, the drainage system also serves to discharge rain 
water and melt water which permeates the subsoil. In built-up areas, excess water from hardened 
surfaces, such as streets, squares and roofs, is usually discharged via a sewerage system. 
Underground, the drainage network consists of drainage pipes. Above ground, it made up of ditches, 
canals and ponds: the ‘open water system’. Water from drainage pipes is either discharged into open 
waters in urban areas, or transported to drainage pools, also open water, in rural areas. Surplus water 
in canals, waterways and ponds is discharged from the urban area to open water  outside the urban 
area. From there, the water is carried to the rivers and/or the sea via a system of waterways and 
pumping stations.  
 

 

 
 

Fig. 612 Urban drainagea 
 

Sewage 
SewageUp until the early 20th century, domestic and industrial wastewater was usually discharged 
directly into surface water. In the 19th century, some towns already used various pipe systems to carry 
this wastewater to areas outside the built-up areas. During the course of the 20th century, sewage 
systems were gradually installed throughout the Netherlands. Isolated farms and houses are not 
always connected to the sewage system. Nevertheless, these homes must satisfy wastewater 
purification requirements. This can be achieved by using individual water treatment methods. 
Sewage systems are designed to discharge domestic water, industrial water and excess rain water 
safely in such a way that it does not cause health hazards. Contaminated water is purified until 
residual water can be safely discharged into open water. 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 150 
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Autarkic systems 
This chapter does not discuss buildings that use their own sewage systems to re-use grey water, i.e. 
rainwater  to water the garden, clean buildings, wash cars, take a shower and the re-use of shower 
water to flush the toilet, or their own purification systems such as helophyte filters. These systems are 
highlighted in the context of  “eco-friendly building”. 

The common sewage system 
A sewage system consists of a collecting system, a transport system and a purification system. 
Particularly the collecting system is relevant to this book. This system consists of pipes, which collect 
wastewater and rain water and carry it to the sewage purification or discharge points. 
 

 

 

 
 

Fig. 613 Building block sewagea 
 

We can distinguish the following sewage systems: 
• combined systems including various improvements  
• separate sewerage systems, stand-alone systems including various improved versions. 

The combined system 
In this system, all domestic and industrial water and precipitation, rain water and melt water of snow 
and hail are discharged via one combined system of pipes. Domestic connections and road 
connections are sloped towards the collecting sewer system. The collecting sewage pipe is drained by 
a pumping-station. Sewage water is transported to the sewage purification through a pressure 
pipeline. 
 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 156 
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The big variable of this system is the amount of rainwater present. Large quantities of rainwater will 
dilute the dirty sewage water, resulting in less efficient purification. The management of the sewage 
purification plant is extremely complex due to strong fluctuations in sewage water concentrations and 
discharge peaks. The dimensions of the system is a problem. It is not economic to adjust the diameter 
of the pipes to the biggest quantity of sewage water that needs to be discharged. To minimize 
rainwater dilution and peaks in discharge additional storage capacity is made that is directly connected 
to the system. If this additional storage proves insufficient, overflows have been constructed to open 
water. Contaminated water, rainwater and sewage sludge are then discharged onto the surface water. 
It is obvious that this is the weakest link in the entire process. The overflow system is constructed in 
such a way, that the predetermined number of annual overflows is not exceeded. In the Netherlands, 
this has been calculated to be 3 to 10 overflows per year. Approximately 10% of rainwater is carried to 
surface water via overflows. This system is not the most hygienic or efficient. This is why research has 
been conducted into possible improvements, which resulted in a new system: a separate sewage 
system. 

  

 
 

Fig. 614 Sewage systemsa 
 

The separate sewerage system 
In this system, rainwater is separated from domestic and industrial wastewater and discharged via its 
own pipe system. Rainwater is always discharged directly onto surface water via street inlets. Surface 
water is also affected by street contamination in the form of spillages of petrol, oil, tyre abrasion and 
litter. In addition to preventing this kind of pollution, discharge points are equipped with filters to collect 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 190 
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contaminants. The system combines drainage systems installed in the past for site development with 
rainwater discharge systems. 
Domestic and industrial wastewater sewerage is pumped by a sewage pumping-station and discharge 
to a sewage purification plant. The size of the pipes depends on the average of the highest wastewater 
production in 24 hours.  
Drainage of rainwater is a different story. The amount of annual precipitation, in the form of rain, hail 
and snow, shows considerable fluctuation. Furthermore, part of the precipitation enters the drainage 
system, part flows into the soil, part disappears through evapotranspiration and part is absorbed by 
plants. Water that enters the system is collected and usually discharged directly onto open water in 
built-up areas. Water from the streets is collected via street inlets and enters the open water via a mud 
trap and sometimes via helophyte filters. 

The choice of a system 
It will be clear that the choice of a system depends on the scale of the district or village. The unity of a 
system is a prerequisite; a system is only as efficient as its weakest link.  
The sewage system is determined by discharge quantities. These can be divided into dry weather 
discharge or wastewater and rain water discharge or precipitation discharge. The required capacity per 
hour for dry weather discharge is approx. a tenth of the daily discharg. The average water use per 
person is between 100 l  and 150 l. Rain water discharge, on the other hand, fluctutates as the amount 
of precipitation is spread unevenly over the year. Reduction in precipation water is caused by 
evapotranspiration, the use of water by plants and water absorption. This reduction of the original 
amount of precipitation water is known as the runoff coefficient (see Fig. 615). 
 

Building type  Content/ha . Runoff coefficient 
Old city centre high-density 

building 
350 0.8 

Newer districts closed buildings 250 0.6 
open buildings 150 0.4  
with parks and 
gardens 

100 0.25 

Undeveloped, 
unhardened terrains 

  0.15 

Parks   0.5 
    
Nature of the surface   0.9 
Closed road surface 
 

  0.9 

Clinker paving 
 

  0.8 

Metalled roads   0.45 
Gravel and cinder roads   0.25  

 
Fig. 615 Runoff coefficienta 

 

Design considerations for installing cables and pip es in built-up areas. 
Built-up areas are intersected with rural cables and pipes. On this level in particular, various NEN 
standards and municipal regulations apply, causing complications, as the limitations from rural 
networks stand in the way of urban developments in rural areas. This involves many hours of 
negotiation to find a solution.  
Every municipality in the Netherlands has its own regulations, which can be inspected by municipal 
services. By and large, they are all identical; regulations prescribe relative position and depth in 
relation to the surface level. Differences are primarily manifest in load-bearing capacity of soils, and 
ground-water tables and groundwater levels tolerated by each individual municipality. 
 

                                                      
a M.R.r. Creemers, J.A.J. Atteveld and e.a. (1983) PBNA poly-technical pocket book 
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Fig. 616 Standard layout of cables and pipes in Rotterdam, Zevenkampa 
 

 

 
 

Fig. 617 Standard layout of cables and pipes Den Haagb 

                                                      
a W.A. Segeren and H. Hengeveld (1991) p. 271 
b W.A. Segeren and H. Hengeveld (1991) p. 271 
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Negotiations on the position of cables, pipes and d rains 
Negotiations on the position of cables, pipes and drains in a new district, and corresponding municipal 
services, take place during the design phase of an urban development plan. During these negotiations, 
alternatives and potential design solutions are drawn up, taking into account technical aspects of 
installation such as house service connections, pipe radius, junctions of pipes, cables and drains, 
relative influence of the different pipes, and their position in the street profile. 
The position in the street profile determines the management and maintenance of pipes and drains, as 
well as street furnishings such as trees, lighting and street furniture. 

Aboveground facilities 
The design of public grounds largely depends on the underground infrastructure. “Eco parks” and 
underground dustbins such as glass and paper containers are often installed near squares or, in any 
case, near open urban spaces. These should not be obstructed by cables and pipes. 
The implementation plan regarding cables, pipes and drains for new districts is laid down at an early 
stage in the land registry, and is available from the local municipality. 

Land registry plans 
In principle, the position of all cables and pipes in existing developed areas is laid down in land registry 
plans, which can be consulted in the event of changes in town planning. The municipality of Rotterdam 
is a good example: this municipality has stored all relevant data on underground networks digitally. 
Other municipalities are in an advanced stage in digital processing of data, or are nearing its 
completion. Nevertheless, there may still be a few surprises in store, as not all installed and obsolete 
cables or pipes have been laid down, digitally or otherwise. In some cases information may have gone 
missing. Even computer network cables are not always registered because they are temporary or 
because contractors do not think it necessary to inform the city council. 

Beam transmitters 
With the development of a new district urban planners should take account of beam transmitters that 
require physical space in towns, i.e. height and position of the buildings. A building can form an 
obstacle for these beam transmitters. Overall beam transmitter systems must be guaranteed in towns 
for adequate and profitable transmission. This can cause problems in existing built-up areas and thus 
requires the installation of a more compact network to guarantee adequate transmission range. 

3.5.10 The future. 

Combinations 
New developments in the field of distribution networks, i.e. pipes, cables and wires, will take place to 
satisfy future demands for fast communications and connections. For example: a combined system of 
cable and wire ducts, or a combined system of sewer pipes and fibre optics cables, currently in an 
experimental stage in Amsterdam. Ducts are a particularly interesting option due to the high degree of 
accessibility of these pipes. However, the position of these ducts may pose problems: ducts located 
beneath a building may give rise to private-law cases regarding access to a building. Load-bearing 
capacity of the soil will need to be taken into consideration, if these ducts are not incorporated into a 
building. Examples to solve such problems are the communal trenches for cables and pipes used in 
England, and cable and pipe tunnels in the Netherlands. 
 
The municipality of The Hague is currently installing “empty” pipes through which cables can run to 
provide extra capacity for new, innovative applications. 
The most recent development for communication uses satelites for transmission instead of cables. 
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Fig. 618 Communal trenches for cables and pipesa 
 

 

 
 

Fig. 619 Cable and pipe tunnelb 
 

 
 
                                                      
a W.A. Segeren and H. Hengeveld (1984, 1991) p. 279 
b W.A. Segeren and H. Hengeveld (1984, 1991) p. 279 
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